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Standard Test Method for

Determination of Non-Methane Organic Compounds (NMOC)
in Ambient Air Using Cryogenic Preconcentration and Direct
Flame lonization Detection Method [Metric] *

This standard is issued under the fixed designation D 5953M; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope responsibility of the user of this standard to establish appro-
1.1 This test methddcovers a procedure for sampling and p_ri_ate safety and hf—:a!th .practicgs and determine the applica-
determining concentrations of non-methane organic comPility of regulatory limitations prior to use.
pounds (NMOC) in ambient, indoor, or workplace atmo-
spheres.
1.2 The test method describes the collection of cumulative 2-1 ASTM Standards:
samples in passivated stainless steel canisters and subsequerf 1193 Specification for Reagent Wefter _
laboratory analysis. D 1356 Terminology Relating to Sampling and Analysis of
1.2.1 This test method describes a procedure for sampling in Atmospheres _ , ,
canisters at final pressures above atmospheric pressure (re-D 1357 Practice for Planning the Sampling of the Ambient
ferred to as pressurized sampling). Atmosphere L .
1.3 This test method employs a cryogenic trapping proce- D 5466 .Test Me_thod _for the Determlnatlo_n of Volat|lg
dure for concentration of the NMOC prior to analysis. Organic Chemicals in Atmospheres (Canister Sampling
1.4 This test method describes the determination of the Methodology}
NMOC by the simple flame ionization detector (FID), without 3. Terminology
the gas chromatographic columns and complex procedures L L _ ,
necessary for species separation. 3.1 Definitions— For definitions of terms used in this test
1.5 The range of this test method is from 20 to 10 000 ppbc¢nethod, refer to Terminology D 1356.
(1, 2)3 See 13.4 for procedures for lowering the range. 3.2 Definitions of Terms Specific to This Standard:
1.6 The test method may yield less accurate results for some 3-2-1 Cryogen—a refrigerant used to obtain very low tem-
halogenated or oxygenated hydrocarbons emitted from neartRfratures in the cryogenic traps of the analytical system.
sources of industrial air pollutants. This is especially true if . 3-2-1.1 Discussior-Liquid argon (bp —185.7°C at stan-

there are high concentrations of chlorocarbons or chloroflugd@rd pressure) is recommended for this test method. Cryogens

rocarbons present. with lower boiling points, such as liquid nitrogen, should not

1.7 The values stated in Sl units are regarded as thB€ used because of possible trapping of oxygen from the
standard. sample air, which might lead to the possibility of an explosion

1.8 This standard does not purport to address all of the©" firé. In addition, methane would be trapped.
safety concerns, if any, associated with its use. It is the 3.2.2_ dynamic callbratlon—cal_|brat|on of an analytical sys-
tem with pollutant concentrations that are generated in a

dynamic, flowing system, such as by quantitative, flow-rate
1 This test method is under the jurisdiction of ASTM Committee D22 on dilution of a hlgh-concenthratlon gas _standard Wltc? Z€ro gas.
Sampling and Analysis of Atmospheres and is the direct responsibility of Subcom- 323 NM_OC_n_(m'met ane organic compou_n S.
mittee D22.03 on Ambient Atmospheres and Source Emissions. 3.2.3.1 Discussior—Total non-methane organic compounds
Current edition approved May 10, 1996. Published July 1996. are those compounds measured by a flame ionization detector,

2 This test method is based on EPA Method TO-12: “Determination of Non- ; :
Methane Organic Compounds (NMOC) in Ambient Air Using Cryogenic Pre- excluding methane and compounds with vapor pressure above
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March 1990.
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