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This standard is issued under the fixed designation D622; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (&) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the U.S. Department of Defense.These test methods were prepared jointly
by the Society of Automotive Engineers and the American Society for Testing and Materials.

1. Scope

1.1 These test methods are intended for use in testing the
conventional types of hose employed for the operation of air
brake and vacuum brake systems,” either on a single motor
vehicle or as connecting or transmission lines in a combination
of vehicles. The hose may be assembled with suitable metal
couplings or may be as fabricated for use with detachable
fittings. The term “rubber” as used in these test methods
includes synthetic compounds as well as compounds of natural
rubber.

1.2 The values stated in SI units are to be regarded as the
standard. The values given in parentheses are for information
only.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.

1.4 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:>
D380 Test Methods for Rubber Hose

! These test methods are under the jurisdiction of ASTM Committee D11 on
Rubber and Rubber-like Materials and are the direct responsibility of Subcommittee
D11.31 on Rubber Hose and Belting.

Current edition approved Feb. 1, 2020. Published February 2020. Originally
approved in 1941. Last previous edition approved in 2019 as D622 — 99 (2019).
DOI: 10.1520/D0622-99R20.

2 For specifications covering hose of these types, reference should be made to the
Air Brake Hose (SAE J1402) and for Vacuum Brake Hose (SAE J1403) of the
Society of Automotive Engineers, SAE Handbook. Available from Society of
Automotive Engineers (SAE), 400 Commonwealth Dr., Warrendale, PA 15096-
0001.

3 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.

D413 Test Methods for Rubber Property—Adhesion to Flex-
ible Substrate

D471 Test Method for Rubber Property—Effect of Liquids

D573 Test Method for Rubber—Deterioration in an Air
Oven

D1149 Test Methods for Rubber Deterioration—Cracking in
an Ozone Controlled Environment

D2240 Test Method for Rubber Property—Durometer Hard-
ness

E4 Practices for Force Verification of Testing Machines

2.2 SAE Standards:?
J1402 Automotive Air Brake Hose and Hose Assemblies
J1403 Vacuum Brake Hose

3. Significance and Use

3.1 The purpose of these test methods are to provide
nationally recognized test methods for air brake and vacuum
brake hose, in particular the hose specifications SAE J1402 and
SAE J1403, and to provide producers, distributors, and users
with a basis for evaluating the characteristics of these hose
products.

4. General Methods

4.1 The special tests described in these test methods shall be
applied as required in order to comply with the detailed
specifications for these types of hose. Otherwise, the general
methods in Test Methods D380 shall be used and are hereby
made a part of these test methods.

4.2 In case of a conflict between the provisions of these
general test methods and those of detailed specifications or test
methods for a particular hose, the latter shall take precedence.

5. Sampling

5.1 One representative sample of each lot to be tested shall
be taken. The total length of hose required for all tests is as
follows:

Air brake hose
Vacuum brake hose

approximately 3 m (9 ft)
approximately 5 m (15 ft)

5.2 Each test specimen shall be prepared from the original
sample without having been subjected to any previous test.
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