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1. Scope 4. Summary of Test Method

1.1 This test method covers the determination of the relative 4.1 Test specimens cut in the form of rectangles of defined
saturating capacity of felt papers for roofing and flooring.  dimensions are dried in an air oven at 105°C for a specified

1.2 The results are reported in terms of the kerosine numbdime, cooled, and weighed. The test specimens are then
of the sample. allowed to absorb kerosine under specified conditions of time

1.3 While the results reported are numerical, they are usednd pressure. After controlled draining of excess kerosine, the
only as a relative measure of the saturating capacity of feltest specimens are reweighed and the kerosine number calcu-
papers, and this test method as generally used provides lated using a specified formula.
gualitative means to differentiate and rank various papers =
which are to be subjected to bituminous saturation. 5. Significance and Use

1.4 This standard does not purport to address all of the 5.1 Felt papers for roofing and flooring are important in the
safety concerns, if any, associated with its use. It is theconstruction industry. Felt papers with different end use prop-
responsibility of the user of this standard to establish appro-erties can be made. The kerosine number is a relative measure
priate safety and health practices and determine the applicaef the amount of a bituminous saturant a lot of saturating grade
bility of regulatory limitations prior to useSpecific warning paper is capable of absorbing, and is useful in choosing papers

statements are given in 10.5. for specific levels of saturation or manufacture into specific end
products. Generally, higher relative kerosine numbers based
2. Referenced Documents upon this test method are desirable.

2.1 ASTM Standards:
D 70 Test Method for Specific Gravity and Density of 6- Apparatus
Semi-Solid Bituminous Materiats 6.1 Glass Vessel approximately 1500-mL capacity, for
D 585 Practice for Sampling and Accepting a Single Lot ofsoaking specimens of felt in kerosine, under vacuum.
Paper, Paperboard, Fiberboard, and Related Préducts 6.2 Vacuum Pumpcapable of reaching and maintaining a
D 1298 Practice for Density, Relative Density (Specificvacuum of at least 700 mm Hg in the glass vessel.
Gravity), or API Gravity of Crude Petroleum and Liquid 6.3 Lightweight Glass or Metal Weighing Containewith

Petroleum Products by Hydrometer Metfiod tightly fitting cover, 60 by 140 mm (2 by 5%z in.) or larger;
E 122 Practice for Choice of Sample Size to Estimate do contain felt strips in a horizontal position without bending or
Measure of Quality for a Lot or Procéss distorting them.
] 6.4 Drying Oven with dimensions at least 300 by 300 by
3. Terminology 300 mm (12 by 12 by 12 in.).
3.1 Definitions of Terms Specific to This Standard: 6.5 Other Apparatus—Desiccator, wire hook, and if neces-

3.1.1 kerosine numbemn—the volume of kerosine absorbed sary a punch to make a small hole in a corner of the specimens
by 100 g of a sample of saturating felt under the conditionsafter they are cut.
specified in this test method. .
7. Materials
7.1 Water-White Kerosinénaving a specific gravity of 0.800

* This test method is under the jurisdiction of ASTM Committee D06 on Paper + 0.025 at 25°C. as determined in accordance with Test
and Paper Products and is the direct responsibility of Subcommittee D06.92 on TeR}lethOd D 1298 '

Methods.
Current edition approved May 10, 1996. Published July 1996. Originally .
published as D 727 — 43 T. Last previous edition D 727 — 76 (1992) 8. Sampllng
2 Annual Book of ASTM Standadsol 04.03. 8.1 Acceptance SamplirgObtain a sample in accordance
Annual Book of ASTM Standardgol 15.09. . .
4 Annual Book of ASTM Standardgol 05.01. with Practice D 585.

5 Annual Book of ASTM Standardéol 14.02.
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