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This standard has been approved for use by agencies of the U.S. Department of Defense.

1. Scope*

1.1 This test method covers the evaluation of the resistance
of a lubricating grease to washout by water from a bearing,
when tested at 38 °C and 79 °C (100 °F and 175 °F) under the
prescribed laboratory conditions. It is not to be considered the
equivalent of service evaluation tests. Precision and bias was
determined using grease ranging from NLGI 3 to 0 grades in
the research report (see Section 11).

1.2 This test method may not be suitable for some greases
containing highly volatile components. This test method does
not attempt to account for sample evaporation. It is the user’s
responsibility to determine if evaporation of the sample is a
significant contributor to mass loss at the required drying
temperature.

1.3 The values stated in SI units are to be regarded as
standard. The values given in parentheses after SI units are
provided for information only and are not considered standard.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.
For specific warning statements, see 7.3.

1.5 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

" This test method is under the jurisdiction of ASTM Committee D02 on
Petroleum Products, Liquid Fuels, and Lubricants and is the direct responsibility of
Subcommittee D02.G0.06 on Functional Tests - Contamination.

Current edition approved Dec. 15, 2024. Published December 2024. Originally
approved in 1953. Last previous edition approved in 2024 as D1264 — 24. DOI:
10.1520/D1264-24A.

2. Referenced Documents

2.1 ASTM Standards:*
D4175 Terminology Relating to Petroleum Products, Liquid
Fuels, and Lubricants

2.2 ASTM Adjuncts:

Standard Ball Bearing®

D2PP, Version 4.43, Determination of Precision and Bias
Data for Use in Test Methods for Petroleum Products®

3. Terminology

3.1 Definitions:

3.1.1 For definitions of terms used in this test method, refer
to Terminology D4175.

3.2 Definitions of Terms Specific to This Standard:

3.2.1 water washout, n—a measure of the removal of grease
from a rotating bearing with indirect exposure to water.

3.2.1.1 Discussion—In Test Method D1264, the water wash-
out is a measurement of the total mass loss of sample from a
test bearing exposed to standard conditions of operation and
drying as defined in the method. The effect of any oil
evaporation from the drying procedure or presence of absorbed
water remaining in the sample after drying is not considered in
the reported water washout results.

4. Summary of Test Method

4.1 The grease is packed into a ball bearing, the bearing is
then inserted in a housing with specified clearances, and
rotated at 600 r/min = 30 r/min. Water, controlled at the
specified test temperature, impinges on the bearing housing at

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at www.astm.org/contact. For Annual Book of
ASTM Standards volume information, refer to the standard’s Document Summary
page on the ASTM website.

3 Available from ASTM International Headquarters. Order Adjunct No.
ADIJID126419. Original adjunct produced in 1984.

+ ADJD6300 is no longer available.

*A Summary of Changes section appears at the end of this standard
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