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Rubber O-Rings
This standard is issued under the fixed designation D1414; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (&) indicates an editorial change since the last revision or reapproval.
This standard has been approved for use by agencies of the U.S. Department of Defense.

1. Scope

1.1 These test methods describe the procedures for deter-
mining the physical properties of O-rings and changes in these
properties due to aging.

1.2 The values stated in SI units are to be regarded as the
standard. The values given in parentheses are for information
only.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.

1.4 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:*

D297 Test Methods for Rubber Products—Chemical Analy-
sis

D395 Test Methods for Rubber Property—Compression Set

D412 Test Methods for Vulcanized Rubber and Thermoplas-
tic Elastomers—Tension

D471 Test Method for Rubber Property—Effect of Liquids

D573 Test Method for Rubber—Deterioration in an Air
Oven

D865 Test Method for Rubber—Deterioration by Heating in
Air (Test Tube Enclosure)

D1329 Test Method for Evaluating Rubber Property—

! These test methods are under the jurisdiction of ASTM Committee D11 on
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Retraction at Lower Temperatures (TR Test)

D1415 Test Method for Rubber Property—International
Hardness

D2240 Test Method for Rubber Property—Durometer Hard-
ness

D3767 Practice for Rubber—Measurement of Dimensions

D4483 Practice for Evaluating Precision for Test Method
Standards in the Rubber and Carbon Black Manufacturing
Industries

2.2 Aerospace Standard:

AS568A O-ring Sizes®

3. Terminology

3.1 Definitions:

3.1.1 O-ring—a rubber seal of homogeneous composition
molded in one piece to the configuration of a torus with circular
cross section. The O-ring is used as a dynamic or static seal
usually installed in a machined groove.

4. Significance and Use

4.1 These test methods provide acceptable procedures for
quality control purposes and for the determination of engineer-
ing characteristics.

5. General Methods

5.1 Except as otherwise specified in these test methods for
rubber O-rings, the following ASTM test methods applicable in
general to vulcanized rubber, shall be complied with as
required and are hereby made a part of these test methods:

5.1.1 Tension Test—Test Methods D412.

5.1.2 Compression Set—Test Methods D395.

5.1.3 Low Temperature—Test Method D1329.

5.1.4 Density—Test Methods D297.

5.1.5 Fluid Aging—Test Method D471.

5.1.6 Heat Aging—Test Methods D865 and D573.

5.1.7 Hardness—Test Methods D2240 and D1415.

5.2 In case of conflict between the provisions of these test
methods and those of detailed procedures herein, the latter
shall take precedence.
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