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This standard has been approved for use by agencies of the Department of Defense.

1. Scope

1.1 These test methods cover the determination of the ash
content of carbon black.

1.2 The values stated in SI units are to be regarded as the
standard.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.For specific
precautionary statements see Sections 6 and 13.

2. Referenced Documents

2.1 ASTM Standards:
D 1799 Practice for Carbon Black—Sampling Packaged

Shipments2

D 1900 Practice for Carbon Black—Sampling Bulk Ship-
ments2

D 4483 Practice for Determining Precision for Test Method
Standards in the Rubber and Carbon Black Industries2,3

3. Summary of Test Method

3.1 A pre-dried sample (1 h at 125°C) is weighed before and
after combustion for 16 h at 550°C. The remaining ash is
weighed and calculated as a percent of the dried sample.

4. Significance and Use

4.1 The ash content of a carbon black is the amount of
non-carbon components present after combustion. Primary
contributants to ash are the manufacturing process water and
the catalyst in the feedstock.

Method A—Muffle Furnace Method

5. Apparatus

5.1 Muffle Furnace, capable of temperature regulation of
625°C at 550°C.

5.2 Crucibles:
5.2.1 Porcelain Crucible, high-form, size O, rim 35 mm,

height 29 mm, capacity 15 cm3, with cover size E.
5.2.2 Porous Quartz Fiber Crucible, rim 47 mm, height 14

mm, with disk.4

5.3 Analytical Balance, having a sensitivity of 0.1 mg.
5.4 Desiccator.
5.5 Oven, gravity-convection type, capable of temperature

regulation within61°C at 125°C and temperature uniformity
within 65°C.

6. Hazards

6.1 Precautions:
6.1.1 Keep the door of the furnace open about 6 mm to

admit air to support the combustion of organic material.
6.1.2 Exert care in removing ashed sample from furnace to

desiccator.
6.1.3 Always keep the cover on the crucible when transfer-

ring it to and from the desiccator to prevent the loss of ash due
to air currents.

6.1.4 After the sample has cooled in the desiccator, admit air
slowly to avoid loss of ash from the crucible.

7. Sampling

7.1 Samples shall be taken in accordance with Practices
D 1799 or D 1900.

8. Procedure

8.1 Ignite the crucible with cover in the muffle furnace at
550 6 25°C for 1 h. Place the crucible and cover in the
desiccator. Cool to room temperature and weigh to nearest 0.1
mg.

8.2 Dry an adequate sample of carbon black for 1 h in the
gravity-convection oven set at 125°C in an open container of
suitable dimensions, so that the depth of the black is no more
than 10 mm. Cool and store the sample in a desiccator.

8.3 Weigh 2 60.1 g of the dried carbon black into the
ignited crucible and weigh to the nearest 0.1 mg. Place the
uncovered crucible and its cover into the furnace (Note 1) at
550°C for 16 h (porcelain crucible) or 1.5 h (porous quartz
fiber crucible–see 6.1.1). Cover the crucible containing the ash,

1 This test method is under the jurisdiction of ASTM Committee D-24 on Carbon
Black and is the direct responsibility of Subcommittee D24.31 on Non-Carbon
Black Components of Carbon Black.
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2 Annual Book of ASTM Standards, Vol 09.01.
3 Discontinued—See 1989Annual Book of ASTM Standards, Vol 09.01.

4 Suitable quartz ashing dishes are Part Number 303040 available from CEM
Corporation, P.O. Box 200, Matthews, NC 28106.
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