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This standard is issued under the fixed designation D 1662; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope 5. Significance and Use

1.1 This test method covers the determination of active 5.1 This test method measures the quantity of sulfur avail-
sulfur in cutting oils. This test method applies to sulfur reactiveable to react with metallic surfaces to form solid lubricating
with copper powder at a temperature of 150°C (300°F) inaids at the temperature of the test. Rates of reaction are metal
cutting fluids containing both natural and added sulfur. type, temperature, and time dependent.

Note 1—It has not been established by ASTM as to how the activeg  Apparatus
sulfur content thus determined may relate to field performance of the

cutting fluid. 6.1 The apparatus shall be the same as that described in Test

. . Method D 129 in addition to the following:

1.2 The values stateq In .SI units are to be rega(ded as .th86.2 Stirrer, constructed of glass in the form of an inverted T.
standard. The values given in parentheses are for mformanoR flat blade, approximate length 25 mm, height 6 mm
oniy.s This standard does not purport to address all of thethickness 1 mm, shall be attached to a glass rod 6 mm in
safét concerns. if an assof:)iatgd with its use. It is th diameter, in such a way that the blade is symmetrical with the

y con X Y, X : Fod and has its flat surface in the vertical plane. Alternatively,
responsibility of the user of this standard to establish appPro-, 1ass-coated maanetic stirring bar 9.5 by 34.9 mrd mm
priate safety and health practices and determine the applica; g g 9 =2 DY 5%

. A ) (¥s by 135 in.) can be used.
bility of regulatory limitations prior to use. 6.3 Stirring Apparatus—An electric motor capable of main-

2. Referenced Documents taining a speed of 508 25 rpm. Alternatively, when using the
21 ASTM Standards: glass-coated stirring bar, a combination magnetic stirrer-hot

D 129 Test Method for Sulfur in Petroleum Products (Gen—'c’laet(i1r Ils-itg(taqgll«':\?d.electric or other convenient heat source
eral Bomb Method) ' 8 ’

D 130 Test Method for Detection of Copper Corrosion fromcapable of maintaining the sample at a temperature of-450

. . 3°C (300 5°F).
Petroleum Products by the Copper Strip Tarnish*Test 6.5 Beaker 200-mL, tall-form of heat-resistant glass, with a

3. Terminology pour-out spout.

3.1 Definition of a Term Specific to This Standard: 7. Materials
3.1.1 active sulfur—the sulfur in a cutting fluid that will
react with metallic copper at a temperature of 149°C (300°

under the prescribed conditions.

= 7.1 The materials shall be the same as described in Test
Method D 129 in addition to the following:
7.2 Copper Powder?®

4. Summary of Test Method 8. Procedure

4.1 Anportion of the sample is treated with copper powder at . .
N o o . 8.1 Determine the sulfur concentration of the sample to be
149°C (300°F). The copper powder is filtered from the mIXture'thted in accordance with Test Method D 129.

Active sulfur is expressed as the difference between the sulfu 8.2 Place 50+ 2 g of sample in a 200-mL tall-form beaker,

contents of the sample, as determined by Test Method D 12 ; -
before and after treaament with copper y I%wer the stirrer to within 5 mm of the bottom of the beaker and
' add 5+ 0.25 g of copper powder and heat to 15@®°C (300
+ 5°F) while stirring at 500t 25 rpm. If a magnetic stirrer is
1 1 o
1 This test method is under the jurisdiction of ASTM Committee D02 on used, rOt?te Fhe Stlmng bar at 56025_r_pm. When 15@- 2°C
Petroleum Products and Lubricants and is the direct responsibility of subcommittee300 + 5°F) is reached, add an additionat’50.25 g copper
D02.LO on Industrial Lubricants.
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