
Designation: D 1669 – 013

Standard Practice for
Preparation of Test Panels for Accelerated and Outdoor
Weathering of Bituminous Coatings 1

This standard is issued under the fixed designation D 1669; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This practice covers a procedure for the preparation of accelerated and outdoor weathering test panels of bituminous
coatings. It is considered suitable for the preparation of film thicknesses in the range from 0.25 to 2.54 mm (0.010 to 0.100 in.).

1.2 The values stated in SI units are to be regarded as standard.
1.3 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility

of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.

1.3 The values stated in SI units are to be regarded as standard.

2. Referenced Documents

2.1 ASTM Standards:
B 209 Specification for Aluminum and Aluminum-Alloy Sheet and Plate2

1 This practice is under the jurisdiction of ASTM Committee D08 on Roofing, Waterproofing, Roofing and Bituminous Materials Waterproofing and is the direct
responsibility of Subcommittee D08.02 on Prepared Roofings, Shingles, and Siding Materials.
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