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Standard Test Method for
Specific Gravity of Askarels 1

This standard is issued under the fixed designation D 1810; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method describes the measurement of the
specific gravity (relative density) of askarels. Askarels are
liquids containing chlorinated aromatic hydrocarbons used as
electrical insulation and coolant in transformers and capacitors.
This test method applies to those askarels remaining in service
which contain polychlorinated biphenyls (PCB’s). The test
method may also be applied to unused or in-service non-PCB
askarels, which have been introduced as replacements in these
applications.
1.2 The values stated in inch-pound units are to be regarded

as the standard.
1.3 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
D 923 Test Method for Sampling Electrical Insulating
Liquids 2

E 1 Specification for ASTM Thermometers3

3. Terminology

3.1 Definitions of Terms Specific to This Standard:
3.1.1 specific gravity (relative density) of an askarel—the

ratio of the masses of equal volume of askarel and water. For
askarels of low viscosity, both masses are determined with the
liquid at a temperature of 60°F (15.56°C), and both weights are
corrected for the buoyant effect of air. This characteristic is
expressed as “Specific Gravity 60/60°F” wherein the first 60°F
refers to the temperature of the askarel and the second 60°F
refers to the temperature of the water. For askarels of high
viscosity, which cannot be tested at 60°F, the standard test
temperature is 194°F (90°C) and the specific gravity is re-
corded as 194/60°F.

4. Significance and Use

4.1 Low-viscosity askarels are frequently sold on the basis
of volume delivered at 60°F. Delivery is often made on the
basis of new weight of product in drums, and the specific
gravities are often measured at temperatures other than 60°F.
The value of specific gravity at 60°F must be known to
compute the volume at 60°F of the askarel delivered.
4.2 The specific gravity may be indicative of composition of

the askarels.

5. Apparatus

5.1 Hydrometer—Use a hydrometer of the conventional
floating glass type, calibrated in terms of specific gravity. The
range of the instrument shall be any suitable portion of the
interval between 1.0000 and 2.0000, with the scale divided in
0.001 of a unit of specific gravity, and the scale divisions
spaced not less than 0.75 mm (0.03 in.) nor more than 1.5 mm
(0.06 in.) apart. The scale shall be so marked that it can be
easily read, and the accuracy of the calibration of the hydrom-
eter shall be such that the error at any point of the scale shall
not exceed 0.0005.
5.2 Hydrometer Cylinder—Use a clear glass cyclindrical

receptacle to test the liquid. The inside diameter of the cylinder
shall be at least 2.54 cm (1.0 in.) greater than the outside
diameter of the hydrometer, and the height of the cylinder shall
be such that the column of liquid under test exceeds by at least
2.54 cm the submerged portion of the hydrometer after a state
of equilibrium has been reached.
5.3 Thermometer—Use an ASTM thermometer of the total

immersion type and conforming to the requirements prescribed
in Specifications E 1, to take the temperature of the liquid
under test.
5.4 Temperature-Control Apparatus—Provide suitable ap-

paratus for controlling the temperature of the liquid under test
to 606 1°F (15.566 0.56°C) or 1946 1°F (906 0.56°C).
This may consist of a liquid bath, into which the hydrometer
cylinder is placed, or a conditioning chamber in which
temperature-controlled air is the regulating medium.

6. Sampling

6.1 Obtain the sample of askarel in accordance with Test
Method D 923.

7. Procedure

7.1 Determine the specific gravity of the askarel at a
temperature of 60°F (15.56°C) or 194°F (90°C). Pour the

1 This test method is under the jurisdiction of ASTM Committee D-27 on
Electrical Insulating Liquids and Gases and is the direct responsibility of Subcom-
mittee D27.07 on Physical Tests.
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