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1. Scope

1.1 This specification covers polymer modified bituminous
sheet materials intended for use as underlayment on roof eaves,
or valleys, or both, to prevent leakage of shingle, tile, or metal
roofs from water back-up due to ice dams.

1.2 These underlayment sheets have a sticky adhesive layer
which is exposed by removal of a protective sheet. The top
surface is suitable to work on during the application of the
exposed roofing.
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1.4 The values stated in either SI units or inch-pound units
are to be regarded separately as standard. The values stated in
each system may not be exact equivalents; therefore, each
system shall be used independently of the other. Combining
values from the two systems may result in nonconformance
with the standard.

! This specification is under the jurisdiction of ASTM Committee D08 on
Roofing and Waterproofing and is the direct responsibility of Subcommittee D08.02
on Steep Roofing Products and Assemblies.
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1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.

1.6 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:*

D228/D228M Test Methods for Sampling, Testing, and
Analysis of Asphalt Roll Roofing, Cap Sheets, and
Shingles Used in Roofing and Waterproofing

D903 Test Method for Peel or Stripping Strength of Adhe-
sive Bonds

D1079 Terminology Relating to Roofing and Waterproofing

D1204 Test Method for Linear Dimensional Changes of
Nonrigid Thermoplastic Sheeting or Film at Elevated
Temperature

D4073/D4073M Test Method for Tensile-Tear Strength of
Bituminous Roofing Membranes

D5147/D5147M Test Methods for Sampling and Testing
Modified Bituminous Sheet Material

D7349/D7349M Test Method for Determining the Capabil-
ity of Roofing and Waterproofing Materials to Seal
Around Fasteners

E96/E96M Test Methods for Water Vapor Transmission of
Materials

3. Terminology

3.1 Definitions—For definitions of terms used in this
specification, refer to Terminology D1079.

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.
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