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This standard has been approved for use by agencies of the Department of Defense.

1. Scope D 3953 Specification for Strapping, Flat Steel and Seals
1.1 This practice describes several methods for closing, D 4169 Practice for Performance Testing of Shipping Con-

sealing, and reinforcing fiberboard (solid and corrugated, _tainers and Systerfis _ _
excluding triple wall) shipping boxes used for shipment. One D 4675 Guide for Selection and Use of Flat Strapping

or several methods listed in this practice may be referenced in Materials o _
regulations, specifications, or contracts. (See Appendix for D 4727/D4727M Specification for Corrugated and Solid
cross reference). Fiberboard Sheet Stock (Container Grade) and Cut

1.2 This practice is intended to be workable in both inch- _ Shape$ o _ o
pound units and SI units. Unit conversions are intended to be D 5118 Practice for Fabrication of Fiberboard Shipping
functional but are not necessarily exact; this should not Boxes o N
significantly affect the performance of the closing, sealing, or D 5330 Specification for Pressure-Sensitive Tape, Packag-

reinforcing methods. Descriptions in inch-pound and S units _ iNg, Filament Re'inforce?d -
are considered interchangeable in this practice. D 5486 Specification for Pressure Sensitive Tape for Pack-

aging, Box Closure and Sealifg
Note 1—All references to this standard should be made by closure [ 5570 Test Method for the Water Resistance of Tape and
number. . Adhesives Used as a Box Clostire
1.3 This standard does not purport to address all of the D 5749 Specification for Reinforced and Plain Gummed
safety concerns, if any, associated with its use. It is the Tape for Sealing and Securthg
responsibility of the user of this standard to establish appro- F 592 Terminology of Collated and Cohered Fasteners and
priate safety and health practices and determine the applica-  Their Application Tool§
bility of regulatory limitations prior to use. 2.2 U.S. Government Documerts:
MMM-A-250 Adhesive, Water Resistant (For Closure of
2. Referenced Documents Fiberboard Boxes)
2.1 ASTM Standards: 2.3 Other Standards:
D 644 Test Method for Moisture Content of Paper and |nternational Fiberboard Case C&de
Paperboard by Oven Dryifg

D 951 Test Method for Water Resistance of Shipping Con- Note 2—FEFCQ established a code of box styles to facilitate inter-

national trade. The box codes consist of four-digit numbers; for example,

tainers by _Spray Methdd . o . a regular slotted container was assigned the code 0201.
D 996 Terminology of Packaging and Distribution Environ-
ment$ 3. Terminology
D 3654 Test Method for Holding Power of Pressure- 31 General definitions for packaging and distribution envi-
Sensitive Tapés . _ ronments are found in Terminology D 996.
D 3759 Test Method for Tensile Strength and Elongation of 3 5 pefinitions:
Pressure-Sensitive Tages 3.2.1 crown—staple end opposite staple point, connecting

ing Methods§
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