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1. Scope*

1.1 This test method covers the measurement of the ultra-

violet absorption of a variety of petroleum products. It covers

the absorbance of liquids or the absorptivity of liquids and

solids, or both, at wavelengths in the region from 220 nm to

400 nm of the spectrum.

1.2 The use of this test method implies that the conditions of

measurement—wavelength, solvent (if any), sample path

length, and sample concentration—are specified by reference

to one of the examples of the application of this test method in

the annexes or by a statement of other conditions of measure-

ment.

1.3 Examples of the application of this test method are the

absorptivity of refined petroleum wax, and the absorptivity of

USP petrolatum.

1.4 The values stated in SI units are to be regarded as the

standard. The values stated in Fahrenheit, feet, and inches,

indicated in parentheses, are for information only.

1.5 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

For specific warning statements, see 7.3.1, 7.3.3, and 13.4.

1.6 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D1193 Specification for Reagent Water

E131 Terminology Relating to Molecular Spectroscopy

E169 Practices for General Techniques of Ultraviolet-Visible

Quantitative Analysis

E275 Practice for Describing and Measuring Performance of

Ultraviolet and Visible Spectrophotometers

3. Terminology

3.1 Definitions of terms and symbols relating to absorption

spectroscopy in this test method shall conform to Terminology

E131. Terms of particular significance are the following:

3.2 Definitions:

3.2.1 absorbance, A, n—the molecular property of a sub-

stance that determines its ability to take up radiant power,

expressed by:

A 5 log10~1/T! 5 2log10T (1)

where T is the transmittance as defined in 3.2.6.

3.2.1.1 Discussion—Absorbance expresses the excess ab-

sorption over that of a specified reference or standard. It is

implied that compensation has been affected for reflectance

losses, solvent absorption losses, and refractive effects, if

present, and that attenuation by scattering is small compared

with attenuation by absorption.

3.2.2 absorptivity, a, n—the specific property of a substance

to absorb radiant power per unit sample concentration and path

length, expressed by:

a 5 Af/bc (2)

where:

A = the absorbance defined in 3.2.1,
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