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Colorfastness of Zippers to Laundering
This standard is issued under the fixed designation D 2057; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope

1.1 This test method covers the determination of alteration in shade and of staining under conditions similar to that experience
in domestic washing of zipper stringers. This test method is applicable to the textile portion of zipper stringers that utilize tapes
made of cotton, linen, or manufactured organic fibers, and to combinations thereof.

1.2 The values stated in either Sl units or inch-pound units are to be regarded separately as the standard. Within the text, tt
inch-pound units are shown in parentheses. The values stated in each system are not exact equivalents; therefore, each system ¢
be used independently of the other. combining values from the two systems may result in nonconformance with this test methoc

1.3 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.

2. Referenced Documents
2.1 ASTM Standards:

1 This test method is under the jurisdiction of ASTM Committee D-13 on Textiles; and is the direct responsibility of Subcommittee D13.54 on SiésaSdeenhlethod
was developed in cooperation with the Slide Fastener Association, Inc.
Current edition approvee-Adg. Dec. $6--1996. 2001. Published-September 1996. March 2002.. Originally published as D2057 — 61 T. Last previdDR8%titi6n6.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.



