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This standard is issued under the fixed designation D 2219; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification covers a thermoplastic insulation of poly(vinyl chloride) or the copolymer of vinyl chloride and vinyl
acetate.

1.2 This insulation is recommended for use at conductor temperatures not in excess of 60°C in wet or dry locations at a
maximum voltage rating of 600 V for power and control circuits.

1.23 TWhenever two sets of values stated in inch-pound units are presented, in different units, the standard, except values in
cases where SI units the first set are more appropriate. The values standard, while those in parentheses are for information only.

1.34 In many instances the insulation material cannot be tested unless it has been formed around a conductor or cable.
Therefore, tests are done on insulated wire or cable in this specification solely to determine the relevant property of the insulation
material and not to test the conductor or completed cable.

2. Referenced Documents

2.1 ASTM Standards:
D 1711 Terminology Relating to Electrical Insulation2

1 This specification is under the jurisdiction of ASTM Committee D-9 D09 on Electrical and Electronic Insulating Materials and is the direct responsibility of Subcommittee
D09.18 on Solid Insulations, Non-metallic Shieldings, and Coverings for Electrical and Telecommunications Wires and Cables.

Current edition approved Sept. March 10, 1997. 2002. Published February 1998. June 2002. Originally published as D 2219 – 63T. Last previous edition D2219 – 937.

1

This document is not an ASTM standard and is intended only to provide the user of an ASTM standard an indication of what changes have been made to the previous version. Because
it may not be technically possible to adequately depict all changes accurately, ASTM recommends that users consult prior editions as appropriate. Inall cases only the current version
of the standard as published by ASTM is to be considered the official document.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.


