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This standard is issued under the fixed designation D 2227; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope TABLE 1 Specifications For Technically Graded Natural Rubber
1.1 This specification covers minimum physical and chemi- Rubber Grade”
cal quality requirements or specifications for five grades of raw Property Crade  Grade  Grade  Grade  Grade
natural rubber. L cv 5 10 20
Dirt, retained on 45 0.050 0.050 0.050 0.100 0.200
2. Referenced Documents um sieve, % max
Ash, % max 0.60 0.60 0.60 0.75 1.00
2.1 ASTM Standards: Volatile matter, % max ~ 0.80 0.80 0.80 0.80 0.80
D 1278 Test Methods for Rubber from Natural Sources—Nitrogen, % max 0.60 0.60 0.60 0.60 0.60
i i Initial plasticity, min 30 30 30 30
Chemical AnalyS% Plasticity retention 60 60 60 50 40
D 1485 Test Methods for Rubber from Natural Sources— ingex. min
Sampling and Sample Preparation Color index, max 6.0
D 1646 Test Methods for Rubber—Viscosity, Stress Relax-Mooney viscosity 605

ation. and Pre-Vulcanization Characteristics (Mooney Vis- A Skim rubber is not permitted in any grade, and Grades L, CV, and 5 must be
’ produced from intentionally coagulated latex.

ComEter§ B Other Mooney ranges of Grade CV are available, CV- 50 + 5 and CV- 70 =
D 3157 Test Method for Rubber from Natural Sources—s. cv without suffix is the 60 = 5 as shown in the table.

Color
D 3194 Test Method for Rubber from Natural Sources—
Plasticity Retention Index (PR) 5. Classification

D 3533 Test Method for Rubber—Nitrogen Confent . .
g 5.1 Types—Table 1 covers the physical and chemical re-

3. Detailed Requirements for Grades quirements for five grades of natural rubber: Grades L, CV, 5,

3.1 The rubber shall conform to the requirements in Table 110, and 20.
3.2 Any rubber not meeting all the requirements for one of _
the five grades in Table 1 cannot be considered a technical§. Sampling

graded rubber. 6.1 The sampling and sample preparation shall be in accor-
4. Significance and Use dance with Test Methods D 1485.

4.1 The general end-use quality of manufactured rubbe Test Methods

products depends on the physical and chemical properties of
the rubber. 7.1 Determine the properties enumerated in this specifica-
tion in accordance with Test Methods D 1278, D 3533, D 3194,
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The American Society for Testing and Materials takes no position respecting the validity of any patent rights asserted in connection
with any item mentioned in this standard. Users of this standard are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting of the responsible
technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should make your
views known to the ASTM Committee on Standards, 100 Barr Harbor Drive, West Conshohocken, PA 19428.



