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1. Scope

1.1 This standard covers the qualitative classification of
synthetic detergent products or mixtures of synthetic deter-
gents. It is applicable to built detergent formulations as well as
individual surfactant compositions.

Note 1—The organic active ingredient must be isolated from built
syndet compositions in accordance with Test Method D2358.

1.2 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.

1.3 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:*
D2358 Test Method for Separation of Active Ingredient from
Surfactant and Syndet Compositions

3. Summary of Classification

3.1 A portion of the active ingredient is scanned in the
infrared region of the spectrum from at least 2.5 um to 15 um
(4000 cm™ to 667 cm™). Qualitative identification of surfac-
tant type is based on the presence of infrared absorption bands
attributable to specific functional groups.

3.2 A listing of absorbance bands corresponding to the
characteristic functional groups of some of the more common

! This classification is under the jurisdiction of ASTM Committee D12 on Soaps
and Other Detergents and is the direct responsibility of Subcommittee D12.12 on
Analysis and Specifications of Soaps, Synthetics, Detergents and their Components.
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types of commercial surfactants is included in this method. Use
of available detergent reference spectra may provide additional
information.

4. Apparatus

4.1 Spectrophotometer, recording, infrared, or Fourier trans-
form Infrared (FTIR if available).

4.2 Dies and Press, for preparation of KBr disks.
4.3 Detergent Reference Spectra.

4.4 Appropriate Sampling Accessories—ATR, Diffuse re-
flectance and others as appropriate.

5. Reagents
5.1 Potassium Bromide (KBr), infrared quality, powdered.

5.2 Additional Reagents, as specified in Test Method
D2358.

6. Preparation of Sample

6.1 Sample in Pure Form—If the sample is in pure form or
contains only volatile solvents, dry the sample in accordance
with 5.8 of Test Method D2358, and obtain the infrared
spectrum of the dried sample.

6.2 For Built Surfactants and Synthetic Detergent
Compositions—Obtain the infrared spectrum of the active
ingredient(s) separated in accordance with Test Method D2358.

7. Procedure

7.1 Whenever possible, the infrared spectrum should be
obtained directly from the organic material, by formation of a
film between salt blocks, and by recording the spectrum
between 2.5 um and 15 um (4000 cm™ and 667 cm™). The
film is satisfactory if the spectrum shows 10 % to 30 %
transmittance in the strongest absorbance region.

7.2 Alternatively, the sample may be applied to an ATR
crystal and the spectrum collected according to the manufac-
turer’s instructions. Care should be taken to use an appropriate
ATR crystal material as different crystals will produce inter-
ference in different regions of the spectrum. Diamond crystals
are generally preferred for durability but they will produce
interference in the 3.85um to 5.5 um (2600 cm™ to
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