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One-Dimensional Consolidation Properties of Soils
This standard is issued under the fixed designation D 2435; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope * deformation readings are taken on all load increments.

1.1 This test method covers procedures for determining the 1.4 The values stated in S| units are to be regarded as the
magnitude and rate of consolidation of soil when it is restrainedtandard. The values stated in inch-pound units are approxi-
laterally and drained axially while subjected to incrementallymate and given for guidance only. Reporting of test results in
applied controlled-stress loading. Two alternative proceduresnits other than Sl shall not be regarded as nonconformance
are provided as follows: with this test method.

1.1.1 Test Method A-This test method is performed with  1.4.1 In the engineering profession it is customary practice
constant load increment duration of 24 h, or multiples thereofto use, interchangeably, units representing both mass and force,
Time-deformation readings are required on a minimum of twaunless dynamic calculation§ € Ma) are involved. This im-
load increments. plicitly combines two separate systems of units, that is, the

1.1.2 Test Method B—Time-deformation readings are re-absolute system and the gravimetric system. It is scientifically
quired on all load increments. Successive load increments atgdesirable to combine two separate systems within a single
applied after 100 % primary consolidation is reached, or astandard. This test method has been written using Sl units;
constant time increments as described in Test Method A.  however, inch-pound conversions are given in the gravimetric

Note 1—The determination of the rate and magnitude of consolidationSyStem’ where the pound (Ibf) represents a unit of force

of soil when it is subjected to controlled-strain loading is covered by Tesﬁwelght)' The use of balances or Sc_ale_s recording pounds of
Method D 4186. mass (Ilbm), or the recording of density in 18/fshould not be

1.2 This test method is most commonly performed or]regarded as nonconformance with this test method.

: . . . . 1.5 This standard does not purport to address all of the
undisturbed samples of fine grained soils naturally sedlmentegance,[y concerns, if any, associated with its use. It is the

in water, hoyvever, the basic test procedure IS applicable, ar%sponsibility of the user of this standard to establish appro-
well, to specimens of compacted soils and undisturbed samples

of soils formed by other processes such as weathering (ﬁriate safety and health practices and determine the applica-
chemical alteration. Evaluation techniques specified in this tes lity of regulatory limitations prior to use.

method are generally applicable to soils naturally sedimented Referenced Documents

in water. Tests performed on other soils such as compacted and2 1 ASTM Standards:

residual (weathered or chemically altered) soils may require 5422 Method for Pérticle-Size Analysis of SGils

special evaluation techniques. : : . .
1.3 It shall be the responsibility of the agency requesting D'gﬁiizs:zl'ermmology Relating to Soil, Rock, and Contained

this test to specify the magnitude and sequence of each load D 854 Test Method for Specific Gravity of Sdils

increment, including the location of a rebo_und cycle, if D 1587 Practice For Thin-Walled Tube Geotechnical Sam-

required, and, for Test Method A, the load increments for pling of Soil&

which time-deformation readings are desired. D 2216 Test Method for Laboratory Determination of Water

Note 2—Time-deformation readings are required to determine the time ~ (Moisture) Content of Soil and Rogk

for completion of primary consolidation and for evaluating the coefficient D 2487 Classification of Soils for Engineering Purpdses

of consolidationgc,. Sincec, varies with stress level and load increment ) 2488 Practice for Description and Identification of Soils

(loading or unloading), the load increments with timed readings must be (Visual-Manual Proceduré)

selected with specific reference to the individual project. Alternatively, the D 3550 Practice for Ri Lined B I's i f SBil

requesting agency may specify Test Method B wherein the time- D 3740 P:th:gg f(c)): IV:&?r-nLIJrr]T? RegLri(?emgmg 'Pogr zgenlcises
Engaged in the Testing or Inspection, or both, of Soil and
Rock as Used in Engineering Design and Construétion

1 This test method is under the jurisdiction of ASTM Committee D-18 on Soil ; : : :
and Rock and is the direct responsibility of subcommitteeD18.05 on Structural D 4186 Test Method for One-Dimensional Consolidation

Properties of Soil.
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