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€' Note—Section A6.3.2 was editorially updated in July 2002.

1. Scope A5 Polyamide (PA) Pipe
. - . . and Fittings
1.1 Th|_s specification covers requirements and test methods AB Magnetic-detectable
for material (see Appendix X1) dimensions and tolerances, Polyethylene Pipe
hydrostatic burst strength, chemical resistance, and impact APPeX“fixes New M tSEJbIJect
. . . . s . ew Materials
resistance of plastic pipe, tubing, and fittings for use in fuel gas 2 Design Consideration

mains and services for direct burial and reliner applications. ) . .
The annexes provide specific requirements and test methods1-> The following precautionary caveat pertains only to the
for each of the materials currently approved. If and wherf€St method portion, Section 6, of this specificatidris

additional materials are available, specific annex requiremengfandard does not purport to address all of the safety concerns,

will be added. The pipe and fittings covered by this specificajf any, associated with its use. It is the responsibility of the user
of this standard to establish appropriate safety and health

tion are intended for use in the distribution of natural gas. . . R o
Requirements for the qualifying of polyethylene systems foPractices and determine the applicability of regulatory limita-

use with liquefied petroleum gas are covered in Annex A1, UONS prior to use.

1.1.1 This specification does not cover threaded pipe. D& Reaferenced Documents
sign considerations are discussed in Appendix X2. In-plant”

9 PP Pal 2.1 ASTM standards:

uality control programs are specified in Annex A3 and Annex h
24. g Pros P 2.1.1 Terminology:

D 1600 for Abbreviated Terms Relating to Plastics

F 412 Relating to Plastic Piping Systeins

2.1.2 Test Methods for:

D 638 Tensile Properties of Plastics

d D 1238 Melt Flow Rates of Thermoplastics by Extrusion

q Plastometér

D 1598 Time-to-Failure of Plastic Pipe Under Constant
Internal Pressure

D 1599 Resistance to Short-Time Hydraulic Pressure of
Plastic Pipe, Tubing, and Fittings

1.2 The text of this specification references notes, footnotes,
and appendixes which provide explanatory material. These
notes and footnotes (excluding those in tables and figures) shall
not be considered as requirements of the specification.

1.3 The values stated in inch-pound units are to be regarde
as the standard. The values given in parentheses are provide
for information purposes only.

1.4 The following is an index of the annexes and appendixes
in this specification:

Annex Subject

Al Polyethylene (PE) D 2122 Determining Dimensions of Thermoplastic Pipe

Pipe and Fittings and Fittings
A2 E’Ff’\'lyc()VF"’i‘y"a‘;:'g”Fdiﬁ) D 2290 Apparent Hoop Tensile Strength of Plastic or Rein-

tings for ,F\’,,aimenance forced Plastic Pipe by Split Disk Methéd

or Repair D 2837 Obtaining Hydrostatic Design Basis for Thermo-
. s plastic Pipe Materiafs

to 12 in. F 1473 Notch Tensile Test to Measure the Resistance to
A4 In-Plant Quality Con- Slow Crack Growth of Polyethylene Pipes and Resins

trol for PE materials ; .

between 14 and 24 in. 2.13 Practlc_es for: . . .

D 543 Evaluating the Resistance of Plastics to Chemical
Reagent$

! This specification is under the jurisdiction of ASTM Committee F17 on Plastic
Piping Systems and is the direct responsibility of Subcommittee F17.60 on Gas.—
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