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1. Scope

1.1 This test method covers the determination of impact
resilience of solid rubber from measurement of the vertical
rebound of a dropped mass.
1.2 This test method is not applicable to the testing of

cellular rubbers or coated fabrics.

NOTE 1—A standard test method for impact resilience and penetration
of rubber by a rebound pendulum is described in Test Method D 1054.

1.3 The values stated in SI units are to be regarded as the
standard. The values given in parentheses are for information
only.
1.4 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
D 832 Practice for Rubber Conditioning for Low-
Temperature Testing2

D 1054 Test Method for Rubber Property—Resilience Us-
ing a Rebound Pendulum2

D 1349 Practice for Rubber—Standard Temperatures for
Testing2

D 3182 Practice for Rubber—Materials, Equipment, and
Procedures for Mixing Standard Compounds and Prepar-
ing Standard Vulcanized Sheets2

D 3183 Practice for Rubber—Preparation of Pieces for Test
Purposes from Products2

D 4483 Practice for Determining Precision for Test Method
Standards in the Rubber and Carbon Black Industries2

2.2 Military Standard:3

MIL-STD 45662A Calibration System Requirements

3. Summary of Test Method

3.1 Resilience is determined as the ratio of rebound height

to drop height of a metal plunger of prescribed weight and
shape which is allowed to fall on the rubber specimen.

4. Significance and Use

4.1 Resilience is a function of both dynamic modulus and
internal friction of a rubber. It is very sensitive to temperature
changes and to depth of penetration of the plunger. Conse-
quently, resilience values from one type of rebound instrument
may not, in general, be predicted from results on another type
of rebound instrument.
4.2 This test method is used for development and compari-

son of materials. It may not directly relate to end-use perfor-
mance.

5. Apparatus

5.1 A diagram of the essential features and dimensions of
the apparatus appears in Fig. 1. Basically it includes means for
suspending a plunger at a given height above the specimen, for
releasing the plunger, and for measuring its rebound height.
5.2 The plunger dimensions are also given in Fig. 1. Its

mass shall be 286 0.5 g.
5.3 The height of the drop point and of the resilience scale

above the base of the instrument should be adjustable so that
the drop height is always 4006 1 mm (166 0.04 in.) above
the specimen surface. The resilience scale should be marked in
100 equally spaced divisions.

NOTE 2—The top of the plunger should be in line with 100 on the scale
when the plunger is locked in the elevated position. Some early commer-
cial models of the apparatus do not meet this requirement but can be
modified to do so.

5.4 The plunger fall and rebound is guided by a vertical rod.
In order to minimize friction between the plunger and the
guide, means must be provided for leveling the base of the
instrument.

NOTE 3—The bottom of the guide rod has a 4-mm point to secure the
location of the free end of the guide rod. This point should penetrate the
test specimen and provide a firm location for the free end of the guide rod.
The plunger may be allowed to rest at the lowest point of travel and will
act as a guide to position the rod exactly in the center of the stabilizer as
it is lowered onto the test specimen.
NOTE 4—For a pass-or-fail measurement, an opaque shield may be

mounted between the operator’s eye and the plunger scale. In use, the
shield is set with its upper edge even with the specified scale reading. If
the top of the rebounding plunger is visible above the shield, the specimen
passes.

1 This test method is under the jurisdiction of ASTM Committee D-11 on Rubber
and is the direct responsibility of Subcommittee D11.14 on Time and Temperature
Dependent Physical Properties.
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