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1. Scope D 1898 Practice for Sampling of Plastics

1.1 This specification covers fittings and single and coex- D 2122 Test Method for Determining Dimensions of Ther-
truded acrylonitrile-butadiene-styrene (ABS) plastic drain, _Moplastic Pipe and Fittings _
waste, and vent pipe (DWV) made to Schedule 40 iron pipe D 2135 Sppecification for Molded Drain, Waste, and Vent
sizes (IPS). Plastic which does not meet the material require- _(DWV) Short-Pattern Plastic Fittings o
ments specified in Section 5 is excluded from single layer and D 2235 Specification for Solvent Cement for Acrylonitrile-

all coextruded layers. Butadiene-Styrene (ABS) Plastic Pipe and Fittthgs
1.2 Specification for fittings for use with pipe meeting the D 2321 Practice for Underground Installation of Thermo-
requirements of this specification are given in Annex Al. plastic Pipe for Sewers and Other Gravity-Flow Applica-

1.3 Acrylonitrile-butadiene-styrene plastic, which does not ~_tions’ o _
meet the definition of virgin ABS plastic as given in 3.2.2, is D 2412 Test Method for Determination of External Loading
excluded, as performance of plastic other than those defined as_Characteristics of Plastic Pipe by Parallel-Pipe Loadling
virgin was not determined. ABS rework plastic, which meets D 2444 Test Method for Determination of the Impact Re-
the requirements of rework plastic as given in 5.3, is accept-  Sistance of Thermoplastic Pipe and Fittings by Means of a

able. Tup (Falling Weight}
1.4 Reprocessed plastic or recycled plastic as defined in D 3311 Specification for Drain, Waste, and Vent (DWV)
Terminology D 883 is excluded. Plastic Fittings PatterAs

1.5 Recommendations for storage, joining, and installation D 3965 Specification for Rigid Acrylonitrile-Butadiene-
are provided in Appendix X1, Appendix X2, and Appendix X3, _ Styrene (ABS) Materials for Pipe and Fittirfgs
respectively. E 105 Pract!ce for Probab|ll'gy Sampling of_MaterPaIs _

1.6 The text of this specification references notes, footnotes, E 122 Practice for Calculating Sample Size to Estimate,
and appendixes which provide explanatory material. These With a Specified Tolerable Error, the Average for a
notes and footnotes (excluding those in tables and figures) shall _Characteristic of a Lot or Process
not be considered as requirements of the specification. F 402 Practice for Safe Handling of Solvent Cements,

1.7 The values stated in inch-pound units are to be regarded Primers, and Cleaners Used for Joining Thermoplastic Pipe
as the standard. The values given in parentheses are for and Fitting$

information only. F 412 Terminology Relating to Plastic Piping Systéms
F 1498 Specification for Taper Threads 60° for Thermoplas-
2. Referenced Documents tic Pipe and Fitting$
2.1 ASTM Standards: F 2135 Specification for Molded Drain, Waste, and Vent
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D 883 Terminology Relating to Plastfts 2.2 Federal Standard: . N
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