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This standard is issued under the fixed designation D 2782; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope* 3. Terminology

1.1 This test method covers the determination of the load- 3.1 Definitions:
carrying capacity of lubricating fluids by means of the Timken 3.1.1 extreme pressure (EP) additive, n, in a lubricard
Extreme Pressure Tester. substance that minimizes damage to metal surfaces in contact

Note 1—This test method is suitable for testing fluids having aunder high-stress rubbing conditions. D 4175

viscosity of less than about 5000 ¢St (5000 ffshat 40°C. For testing 3.1.2 lubricant, n—any Substan(_:e mt_er_posed between two
fluids having a higher viscosity, refer to Note 5 in 9.1. surfaces for the purpose of reducing friction or wear between

1.2 The values stated in Sl units are to be regarded atge;i 3 scoring, n, in tribology—a severe form ovajtgar
staqdard. Bec§u§e the equmgnt used.m this tegt method c':ﬁa.ra'cterized ’by ’the formation of extensive grooves and
available only in inch-pound units, Sl units are omitted when . T g
referring to the equipment and the test specimens. scratches in the direction of Sl'd'ng' G. 40

1.3 This standard does not purport to address all of the 3.1.4 wear, n—damage to a solid surface generally involv-
safety concerns, if any, associated with its use. It is th%ng progressive loss of material, due to relative motion between

responsibility of the user of this standard to establish appro- hat surface and a contacting substance or substan€e0

; . . . 3.2 Definitions of Terms Specific to This Standard:
priate safety and health practices and determine the applica- ; ; . .
bility of regulatory limitations prior to useSpecific precau- 8.2.1 load-carrying capacity of a lubricantas determined

tionary statements are given in 7.1, 7.2, 8.1, 8.2, 9.4, and 9.5).y this test method, th_e maximum |oad or pressure that can be
Sustained by the lubricant (when used in the given system

2. Referenced Documents under specific conditions) without failure of the sliding contact
2.1 ASTM Standards: _surfaces as evidenced by scoring or seizure or asperity weld-
) . ing.
02500 Test Method for Measementof Lot Carming” . o value s ctermined by s et metod
D 4175 Terminology Relating to Petroleum, PetroleumMaximum mass (we|ghf[) added to the load lever weight pan, at

Products, and Lubricarits which no scoring or seizure occurs. _

G 40 Terminology Relating to Wear and Erosfon _3..2.3 score valuen—as determined by this test mc_ethod, the

2.2 ASTM Adjuncts: mr|1r.1|rkr]1um mass (wel'ght) added to the load lever weight pan, at
: - which scoring or seizure occurs.

Three Glossy Prints of Test Blocks Showing Scars (D 2782) 3.2.3.1 Discussior—When the lubricant film is substantially
- maintained, a smooth scar is obtained on the test block, but
1This test method is under the jurisdiction of ASTM Committee D02 on When there is a breakdown of the lubricant film, scoring or
Petroleum Products and Lubricants and is the direct responsibility of Subcommittegsurface failure of the test block takes place, as shown in Figs.

DO02.L0 on Industrial Lubricants. ; i i i i
Current edition approved Nov. 10, 2002. Published January 2003. Originallyl and 2. I.n Its Slmp|65t and most reCOgmzed for.m’ scoring IS

approved in 1969. Last previous edition approved in 2001 as D 2782-01. characterized by the furrqwed_appearance of a wide scar on the
This test method was adopted as a joint ASTM-IP Standard. test block and by excessive pick-up of metal on the surface of
This test method was prepared under the joint sponsorship of the Americaghe test cup. The form of surface failure more usually encoun-

S Al Book of ZSET”&'EZLS&;S"&Z"O? STLE January 1969. tered, however, consists of a comparatively smooth scar, which
3 Annual Book of ASTM Standardol 05.02. shows local damage that usually extends beyond the width of

4 Annual Book of ASTM Standardéol 03.02. the scar. Scratches or striations that occur in an otherwise
5 Available from ASTM International Headquarters, 100 Barr Harbor Drive,
West Conshohocken, PA 19428. Order ADJD2509.

*A Summary of Changes section appears at the end of this standard.
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