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Standard Test Method for

Cashmere Coarse-Hair Content in Cashmere *

This standard is issued under the fixed designation D 2816; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilone} indicates an editorial change since the last revision or reapproval.

1. Scope 3.2.2.1 Discussior—For the purpose of this test method,
1.1 This test method covers a sequential procedure fopidth shall be determined as directed in Test Method D 2130.
determining whether or not the cashmere coarse-hair content of 3-2.3 cashmere coarse-hair contemt—the total length of
a sample exceeds a specified value. the cashmere coarse-hair fibers that are present, expressed as a
) ) _percentage of the total length of all the cashmere hair fibers;
Note 1—For the maXIr.n.um.aIIowabIe cashmere coarse-hair content Mhat is, the percentage by length of cashmere coarse-hair in
cashmere, refer to Specification D 2817. Fashmere hair.

Note 2—For the quantitative analysis of cashmere hair and blends o h d h fib . h hai
cashmere hair and other fibers, refer to Test Methods D 629. 3',2'4 CTCIS mere downn—those fibers In cashmere hair
. having widths of 30 um or less.

1.2 This test method is applicable only to cashmere hair in 3.2.4.1 Discussion—For the purpose of this test method,

the form of roving, yam, or fabri(;, and to the cashmere hai(ryvidth shall be determined as directed in Test Method D 2130.
content of blends with other fibers, where the expected 55 £ .ashmere hairn—the fibers produced by a form of

cashmere coarse-hair content is not more than five mass, ., Capra hircu3 indigenous to Asia and known as the
percent (see Footnote C of Table 1). For greater expected m shmere goat

percentages of cashmere coarse-hair, see Test Methods D 6293 5 5 1 piscyssion—Characteristically, cashmere hair con-

1.3 This standard does not purport to anress all O.f thesis'[s of fine down (undercoat) fibers and coarse (outer-coat)
safety concerns, if any, associated with its use. It is thgpa s

responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica4g. Summary of Test Method

bility of regulatory limitations prior to use. 4.1 One thousand (or more) individual fibers of cashmere
2 Referenced Documents hair are examined microscopically and classified either as
21 ASTM Standards: . \(/:v?jtr;]rhere down or cashmere coarse-hair on the basis of fiber
D 123 Terminology Relating to_Te_xtiIe Mater_i Is 4.2 The procedure (6.1 and 6.2) for classifying a fiber as
D 629 Test Methods for Quantitative Analysis of Textfles cashmere coarse-hair or cashmere requires microscopic exami-
D 21.30 Test Method_ for Diameter of Wool and Other \a4ion of fiber segments of fixed length. The number of fiber
Animal Flbe'r's by M|cropr01¢ct|o%1 .segments of each width category is proportional to the total
D 2817 Specification for Maximum Cashmere Coarse-Haifign g1, of the fibers in each category. Hence, the percentage by
Content in Cashmefe length of cashmere coarse-hair in cashmere hair is equal to the
3. Terminology percentage by number of cashmere coarse-hair segments as
determined by this procedure.
4.3 The observed number of cashmere coarse-hair fibers is
compared with the numbers in Table 1 and a decision is made

391 h ) ; fabri h (1) to accept the lot as conforming2)(to reject the lot as
<1 Cashmere n—in roving, yam, or fabrics cashmere nonconforming, or ) to continue testing. The counting,

hair or products made therewith having a cashmere COarse'hadrassification, and comparison process is continued until a

content not exceeding a specified maximum percentage bé(ecision can be made as to whether the lot does or does not
length.

. . . conform to the specification. Table 1 is based on stated levels
3.2.2 cashmere coarse-hain—those coarse fibers in cash- P

mere hair having widths greater than 30 pum. of confidence.

3.1 Definitions—For definitions of textile terms used in this
test method, refer to Terminology D 123.
3.2 Definitions of Terms Specific to This Standard:

5. Significance and Use

5.1 This test method may be used for determining compli-
* This test method is under the jurisdiction of ASTM Committee D13 on Textiles gnce with a Specification for maximum cashmere coarse-hair

and is the direct responsiblity of Subcommittee D13.13 on Wool and Wool Felt. : f . .
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