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Standard Test Method for
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This standard is issued under the fixed designation D 2863; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope*

1.1 This test method covers a fire-test-response procedure. This test method describes a procedure for measuring the minimum
concentration of oxygen that will just support flaming combustion in a flowing mixture of oxygen and nitrogen.

1.2 Methods are provided for testing materials that are structurally self-supporting in the form of vertical bars or sheet up to
10.5 mm thick. These methods are suitable for solid, laminated or cellular materials characterized by an apparent density greater
than 15 kg/m3. The methods may also be applicable to some cellular materials having an apparent density of less than 15 kg/m3.
A method is provided for testing flexible sheet or film materials while supported vertically.

NOTE 1—Although this test method has been found applicable for testing other materials, the precision of the test method has not been determined for
these materials, or for specimen geometry’s and test conditions outside those recommended herein.

1.3 This test method may be used to measure and describe the properties of materials, products, or assemblies in response to
heat and flame under controlled laboratory conditions and shall not be used to describe or appraise the fire hazard or fire risk of
materials, products, or assemblies under actual fire conditions. However, results of this test may be used as elements of a fire risk
assessment which takes into account all of the factors which are pertinent to an assessment of the fire hazard of a particular end
use.

1.4 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.Specific hazards statement are given in Note 2.

NOTE 2—Warning: During the course of combustion, gases or vapors, or both, are evolved which may be hazardous to personnel.
NOTE 3—This test method and ISO 4589-2 are technically equivalent when using the Type A gas measurement and control device accuracy as described

in 6.4.

2. Referenced Documents

2.1 ASTM Standards:
D 618 Practice for Conditioning, Plastics and Electrical Insulating Materials for Testing2

1 This test method is under the jurisdiction of ASTM Committee D-20 on Plastics and is the direct responsibility of Subcommittee D20.30 on Thermal Properties (Section
D20.30).

Current edition approved May July 10, 1997. 2000. Published May 1998. October 2000. Originally published as D 2863 – 70. Last previous edition D 2863 – 95.
In 1996 this test method was totally rewritten to improve procedural details and to harmonize with ISO 4589-2. D 2863 – 97.

1

This document is not an ASTM standard and is intended only to provide the user of an ASTM standard an indication of what changes have been made to the previous version. Because
it may not be technically possible to adequately depict all changes accurately, ASTM recommends that users consult prior editions as appropriate. Inall cases only the current version
of the standard as published by ASTM is to be considered the official document.

*A Summary of Changes section appears at the end of this standard.
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