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1. Scope*

1.1 These test methods (A and B) cover the determination of

the oxidation characteristics of extreme-pressure fluid

lubricants, gear oils, or mineral oils.

NOTE 1—The changes in the lubricant resulting from these test methods
are not always necessarily associated with oxidation of the lubricant.
Some changes may be due to thermal degradation.

1.2 The values stated in SI units are to be regarded as

standard. No other units of measurement are included in this

standard.

1.3 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

1.4 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D91 Test Method for Precipitation Number of Lubricating

Oils

D445 Test Method for Kinematic Viscosity of Transparent

and Opaque Liquids (and Calculation of Dynamic Viscos-

ity)

D943 Test Method for Oxidation Characteristics of Inhibited

Mineral Oils

E1 Specification for ASTM Liquid-in-Glass Thermometers

E2877 Guide for Digital Contact Thermometers

3. Summary of Test Method

3.1 The oil sample is subjected to a temperature of 95 °C

(Test Method A) or 121 °C (Test Method B) in the presence of

dry air for 312 h.

3.2 The oil is then tested for precipitation number and

increase in kinematic viscosity.

4. Significance and Use

4.1 These test methods have been widely used to measure

the oxidation stability of extreme pressure lubricating fluids,

gear oils, and mineral oils.

5. Apparatus

5.1 Heating Bath or Block, thermostatically controlled,

capable of maintaining the oil sample in the test tube at a

temperature of 95 °C 6 0.2 °C (Test Method A), or 121 °C 6
1.0 °C (Test Method B) and large enough to hold the desired

number of oxidation cells immersed in the heating bath or

block to a depth of approximately 350 mm. The liquid heating

bath shall be fitted with a suitable stirring device to provide a

uniform temperature throughout the bath.

5.2 Oxidation Cell, of borosilicate glass, consisting of a test

tube with a 41 mm 6 0.5 mm inside diameter and 600 mm in

length are required, each fitted with a stopper, made of inert

material, into which shall be inserted a glass air delivery tube

of 4 mm to 5 mm of inside diameter and a second opening to

act as an air vent or into which an air vent can be inserted. The

length of the air delivery tube shall be such that one end

reaches to within 6 mm of the bottom of the test tube and the

other end projects 60 mm to 80 mm from the stopper. The test

tube has a calibration line at 300 mL 6 1 mL. This calibration

applies to the test tube alone using water at 20 °C.

5.3 Flowmeter, one to each test tube, capable of measuring

an air flow of 10 L/h with an accuracy of 6 0.5 L/h.

5.4 Thermometer—ASTM Solvent Distillation Thermom-

eter having a range from 76 °C to 126 °C and conforming to

the requirement for Thermometer 40C as prescribed in Speci-

fication E1. Alternatively, calibrated digital contact thermom-

eters such as PRTs (platinum resistance thermometers),
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