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Standard Practice for

Rubber—Preparation of Pieces for Test Purposes from
Products1

This standard is issued under the fixed designation D3183; the number immediately following the designation indicates the year of

original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A

superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the U.S. Department of Defense.

1. Scope

1.1 This practice covers methods for the preparation of

pieces of a rubber vulcanizate that is not in the form of sheet.

Such pieces are used as a source from which specimens are

obtained for testing.

1.2 The values stated in SI units are to be regarded as the

standard. The values given in parentheses are for information

only.

1.3 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

1.4 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D3182 Practice for Rubber—Materials, Equipment, and Pro-

cedures for Mixing Standard Compounds and Preparing

Standard Vulcanized Sheets

3. Terminology

3.1 Definitions of Terms Specific to This Standard:

3.1.1 piece, n—a rubber vulcanizate of a geometry from

which a specimen, suitable for testing, may be obtained.

4. Significance and Use

4.1 This practice is used when it is necessary to test a

product from which specimens cannot be cut directly. Proce-

dures are given for preparing pieces suitable for preparing

specimens of the product.

5. Conditioning

5.1 Pieces shall be prepared for specimen cutting and testing

not sooner than 16 h after vulcanization and not later than 60

days after delivery to a purchaser (Note 1).

5.2 Testing, for the purpose of production control, may

require that the pieces be prepared and tested prior to 16 h as

specified in 5.1. This practice shall be noted in the respective

test report.

NOTE 1—This procedure’s time limit may be modified as agreed upon
between laboratories or between supplier and user.

6. Pieces

6.1 Pieces shall be obtained, if possible, from the product to

be tested in accordance with the specification for the particular

product. The pieces shall be prepared in accordance with

Section 7.

6.2 When it is not feasible to prepare suitable pieces from

the product, specially molded pieces or sheets may be prepared

from the same unvulcanized rubber compound used to prepare

the product. The sheets shall be vulcanized in accordance with

Practice D3182 and shall have an equivalent state of vulcani-

zation judged from such properties as can be determined on the

product. The sheets shall have one of the following thicknesses

unless another thickness is technically necessary:

mm in.

2 ± 0.2 (0.08 ± 0.008)

4 ± 0.2 (0.16 ± 0.008)

6.3 ± 0.3 (0.25 ± 0.12)

12.5 ± 0.5 (0.50 ± 0.02)

7. Preparation of Pieces

7.1 Rubber vulcanizates, particularly products, may not

have a suitable form or size for use in cutting specimens for

test. Procedures in this section describe the preparation of
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