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Standard Practice for
Carbon Black—Improving Test Reproducibility Using ASTM
Reference Blacks *

This standard is issued under the fixed designation D 3324; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope span the useful range of the test method for which they are

1.1 This practice provides a statistical procedure for im-Standards.
proving test reproducibility when a laboratory cannot physi- 3:1.2 measured valugi—an observed test result as opposed
cally calibrate its apparatus to obtain the standard values of tH® @ standard value.

ASTM reference blacks, within the ranges given in the 3-1.3regression of standard values on measured values,
precision statement of the test method concerned. n—statistical equation derived by the mgthod of least-squares.
1.2 This standard does not purport to address all of the 3.1.4 standard valuen—the value assigned to a reference

safety concerns, if any, associated with its use. It is thdlack by ASTM Committee D-24 on Carbon Black. Usually
responsibility of the user of this standard to establish approthis value is calculated as the average test result of an
priate safety and health practices and determine the applicainterlaboratory testing program.

bility of regulatory limitations prior to use. 4. Procedure

2. Referenced Documents 4.1 Physically calibrate the test apparatus using the instruc-

2.1 ASTM Standards: tions in the test method or the manufacturer’s instructions.

D 1510 Test Method for Carbon Black—lodine Adsorption = 4-2 Test the ASTM reference blacks a sufficient number of
Number times to establish firm measured values.

D 2414 Test Method for Carbon Black—Oil Absorption 4.3 Calculate the regression of the standard values on the
Number measured values. This relationship has usually been observed

D 3037 Test Methods for Carbon Black—Surface Area byt© be I@near, alphough a curvilinear function might conceivably
Nitrogen AdsorptioA sometimes exist.

D 3265 Test Method for Carbon Black—Tint Strengjth 4.4 Correct the values measured on all subsequent samples

D 3493 Test Method for Carbon Black—Oil Absorption by substituting each measured value into this equation and
Number of Compressed Sample calculating the corrected value.

D 3765 Test Method for Carbon Black—CTAB (Cetyltrim- 4.5 Alternatively, a nomograph or a table of numbers may
ethylammonium Bromide) Surface Area be used to find the correspondence between a measured value

D 4483 Practice for Determining Precision for Test Method@nd a calibrated value. _
Standards in the Rubber and Carbon Black Indutries 4.6 Recheck this regression equation whenever replacement
D 4820 Test Methods for Carbon Black—Surface Area by2Pparatus or a new ot of materials is put into use. Also,

Multipoint B.E.T. Nitrogen Adsorptioh recheck it periodically to find changes due to wear or aging.
D 5816 Test Methods for Carbon Black—External Surface 4.7 Each laboratory is responsible for establishing and
Area by Multipoint Nitrogen Adsorptich maintaining the correlation between the ASTM reference

blacks and their measured values.

3. Terminology
L 5. ASTM D-24 Standard Reference Blacks
3.1 Definitions:

the SRB 4 series, and the repeatability precision (as defined in

1 This practice is under the jurisdiction of ASTM Committee D24 on Carbon
Blackand is the direct responsibility of Subcommittee D24.61 on Carbon Black “Standard Reference Blacks SRB 4 and SRB 5, are available from Titan

Sampling and Statistical Analysis. Specialties, P.O. Box 2316, Pampa, TX 79066-2316.

Current edition approved May, 10, 2001. Published July 2001. Originally ° The standard values and limits of uncertainty were determined in an interlab-
published as D 3324 — 74. Last previous edition D 3324 — 99. oratory study completed in January 1989. “The limits of uncertainty” are shown to

2 Annual Book of ASTM Standards, Vol 09.01. indicate ranges within which replicate interlaboratory testing has been able to fix the

2 Discontinued 2000; replaced by Test Method D 65561439 Annual Book of ~ concensus standard values; they are not to be confused with or interpreted as the
ASTM Standards, Vol 09.01. repeatability precision shown for the respective test methods.
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