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QHny) Designation: D 3400 — 85 (Reapproved 1997)

Standard Specification for

Liquid Sodium Silicates *

This standard is issued under the fixed designation D 3400; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope purchaser and the seller. In addition, specifications for specific

1.1 This specification covers liquid sodium silicates used irravity and viscosity may be imposed by agreement.

the formulation of alkaline soap and detergent COMPOSItions., - ~pamical Composition

1.2 This material may be hazardous if not properly man- o ) o )
aged. 4.1 Liquid sodium silicates, as received, shall conform to

1.3 Precautionary information for the safe use, storage, antfie requirements for chemical composition given in Table 1.

disposal of this material should be preliminarily obtained from
suppliers and others.

1.4 In case of personal accident with this material, apply TABLE 1 Chemical Requirements
appropriate first aid, telephone the nearest Poison Control Type | Type II Type Il|

Center for assistance, and get medical attention immediately, R2'0Na:0:SO-(average) 120 _L24__ 132 _

Total alkalinity to methyl orange 143 151 135 143 8.5 9.3
2. Referenced Documents as Na,0, %

2.1 ASTM Standards: Total silica as SiO,, % 288 300 325 337 284 296

D 501 Test Methods for Sampling and Chemical Analysis
of Alkaline Detergent’

3. Ordering Information 5. General Requirements

3.1 Liquid sodium silicates shall be purchased by net weight 5.1 Liquid sodium silicates shall be liquids of water white
based on this specification and an agreement between tigolor having a slight turbidity and shall comprise several types
that differ in their total alkalinity to total silica ratio.

1 This specification is under the jurisdiction of ASTM Committee D-12 on Soaps l d lvsi
and Other Detergents and is the direct responsibility of Subcommittee D 12.14 oﬁ- Samp Ing an Ana ySIS

Specifications for Analysis of Inorganic Alkaline Detergents. 6.1 The material shall be sampled and analyzed in accor-
Current edition approved May 31, 1985. Published July 1985. Originally .
published as D 3400 — 75. Last previous edition D 3400 — 75 (1980). dance with Test Methods D 501.

2 Annual Book of ASTM Standardgyl 15.04.

The American Society for Testing and Materials takes no position respecting the validity of any patent rights asserted in connection
with any item mentioned in this standard. Users of this standard are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional standards
and should be addressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting of the responsible
technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should make your
views known to the ASTM Committee on Standards, 100 Barr Harbor Drive, West Conshohocken, PA 19428.

This standard is copyrighted by ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, United States. Individual
reprints (single or multiple copies) of this standard may be obtained by contacting ASTM at the above address or at 610-832-9585
(phone), 610-832-9555 (fax), or service@astm.org (e-mail); or through the ASTM website (http://www.astm.org).

Copyright © ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, United States.



