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QHW Designation: D 3493 — 00a

Standard Test Method for
Carbon Black—Oil Absorption Number of Compressed
Sample?!

This standard is issued under the fixed designation D 3493; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope to one of a semiplastic agglomeration, with an accompanying
1.1 This test method covers the procedure for the mechanincrease in ViSCQSity. This increased ViSCOSity is transmitted to
cal compression of a carbon black sample and the determin&)€ torque-sensing system of the absorptometer. When the
tion of the oil absorption number of the compressed sample.viscosity of the mixture reaches a predetermined torque level,
1.2 The values stated in Sl units are to be regarded as tHB€ absorptometer and buret will simultaneously shut off. The
standard. The values given in parentheses are for informatiof!ume of oil added is read from the direct reading buret. The
only. volume of oil per unit mass of carbon black is the olil

1.3 This standard does not purport to address all of the@bsorption number. Referee testing between suppliers and
responsibility of the user of this standard to establish appro-2vailable for paraffin oil.
priate safety and health practices and determine the applicazf

- A . . Significance and Use
bility of regulatory limitations prior to use. 9

4.1 The oil absorption number of a carbon black is related to

2. Referenced Documents the processing and vulcanizate properties of rubber compounds
2.1 ASTM Standards: containing the carbon black.
D 1799 Practice for Carbon Black—Sampling Packaged 4-2 The difference between the regular oil absorption num-
Shipment3 ber and the oil absorption number of compressed sample is
D 1900 Practice for Carbon Black—Sampling Bulk Ship- E?mlt(a measure of the stability of the structure of the carbon
ments ack.

D 2414 Test Method for Carbon Blacka-Dibutyl Phtha-
late Absorption Numbér _ o
D 3324 Practice for Carbon Black—Improving Test Repro- -1 Balance analytical, 0.01-g sensitivity. o
ducibility Using ASTM Reference Blacks 5.2 Oven gravity-convection type, capable of maintaining
D 4483 Practice for Determining Precision for Test Method125°C £5°C. .
Standards in the Rubber and Carbon Black Industries 5.3 Carbon Black Presscapable of compressing a 25 g
E 691 Practice for Conducting an Interlaboratory Study toS@mple to 165 MPa (24 000ps).

5. Apparatus 4

Determine the Precision of a Test MetRod 5.4 Absorptometer® equipped with a constant-rate buret
which delivers 67+ 0.4 mn¥/s (4 = 0.024 cni/min).
3. Summary of Test Method 5.5 Spatula rubber, 100-mm.

3.1 Asample of carbon black is compressed four times in a_2-6 Sieve 850 pum (U.S. No. 20), approximately 125-mm
compression cylinder at a pressure of 165 MPa (24 000 psfp-in.) diameter with receiver pan. _ o
and then tested in an absorptometer to determine the oil 9-7 Brush approximately 40-mm (1.5-in.), stiff bristle.
absorption number. 5.8 Desiccator

3.2 n-Dibutyl phthalate or paraffin oil is added by means of 6, Reagent and Standards
a constant-rate buret to the compressed sample of carbon black . )
in the mixer chamber of an absorptometer. As the sample 6-1 Purity of Reagents-Reagent grade chemicals shall be
absorbs the oil, the mixture changes from a free-flowing stat&sed in all tests. Unless otherwise indicated, it is intended that

“All apparatus is to be operated and maintained in accordance with the
1 This test method is under the jurisdiction of ASTM Committee D24 on Carbonmanufacturer’s directions for optimum performance.
Black and is the direct responsibility of Subcommittee D24.11 on Absorptive ® Carbon black presses from the following companies have been found satisfac-

Properties of Carbon Black. tory for this test method: EG&G Engineering, P.O. Box 470710, Tulsa, OK
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