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1. Scope D 1193 Specification for Reagent Weter

1.1 This test method describes a simplified procedure for the D 1555 Test Method for Calculation of Volume and Weight
measurement of density or relative density of pure liquid _Of Industrial Aromatic Hydrocarbods ~ _
chemicals for which accurate temperature expansion functions D 3437 Practice for Sampling and Handling Liquid Cyclic
are known. It s restricted to liquids having vapor pressures not _Products _ _ _
exceeding 600 mm Hg (0.8 atm) at the equilibration tempera- D 4052 Test Method for Density and Relative Density of

ture, and having viscosities not exceeding 15 cSt at 20°C _Liquids by Digital Density Mete¥
(60°F). E 1 Specification of ASTM Thermometérs

1.2 Means are provided for reporting results in the follow- E 12 Terminology Relating to Density and Specific Gravity
of Solids, Liquids, and Gasgs

m%gﬂgiy glerd at 20°C E 29 Practice for Using Significant Digits in Test Data to
Density g/ml at 20°C Determine Conformance with Specificatiéns
Relative density 20°C/4°C 2.2 Other Document:
Relative density 60°F/60°F (15.56°C/15.56°C) OSHA Regulations, 29 CFR, paragraphs 1910.1000 and
Commercial density, Ib (in air)/U.S. gal at 60°F 1910.1208

Commercial density, Ib (in air)/U.K. gal at 60°F. 3. Terminology

Note 1—This test method is based on the old definition of 1 31 Definitions:

L = 1.000028 dri (1 mL = 1.000028 crf). In 1964 the General Confer- 3.1.1 density—the mass of material per unit volume at a
ence on Weights and Measures withdrew this definition of the litre and_. ™" .t t led the “ref t ¢ " Weight
declared that the word “litre” was a special name for the cubic decimetre,glven emperature calle e re_erence empera ure. €9
thus making 1 mL= 1 cn? exactly. corrected to a standard acceleration of gravity and corrected for
Nore 2—An alternative method for determining relative density of the buoyant effect of air is used to measure mass. This method

pure liquid chemicals is Test Method D 4052. specifies the use of a beam balance to determine weight so that
1.3 The following applies to all specified limits in this test N0 correction for variation in acceleration of gravity is neces-
method: for purposes of determining conformance with thissary- When a torsion or spring balance is used, such correction
test method, an observed value or a calculated value shall BBUSt be applied. _ _
rounded off “to the nearest unit” in the last right-hand digit 3-1.2 relative density-the ratio of the density of the mate-
used in expressing the specification limit, in accordance witfia! at reference temperaturé*to the density of pure water, in
the rounding-off method of Practice E 29. consistent units, at reference temperattyelt is common
1.4 This standard does not purport to address all of thePractice to use reference temperattrequal tot,.
safety concerns, if any, associated with its use. It is the 3.1.2.1 Since the mass of water at 4°C is very close to 1
responsibility of the user of this standard to establish appro-9/mL or 1 g/crt, it is common practice to set the reference
priate safety and health practices and determine the applicaleémperaturet, for water at 4°C. When this is done and the

bility of regulatory limitations prior to useSpecific hazard density qf the m_aterial is given in grams per_miII.iIitre, or grams
statements are given in 7.1. per cubic centimetre, the value of density is very nearly

identical to the value for relative density. Thus, density at 20°C
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