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Standard Practice for

Rubber—Determination of Bromine in the Presence of

Chlorine by Oxygen Combustion *

This standard is issued under the fixed designation D 3566; the number immediately following the designation indicates the year of

original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1 Scope chlorine. For quality control and research and development, it
1.1 This practice covers the determination of bromine andS Sometimes necessary to determine the amount of these
chlorine in rubber. halogens in rubber. This practice can be used for these

1.2 This procedure is applicable to raw or cured NR, SBRPUrPOSes.

BR, IR, IIR, CIIR, BIIR, and EPDM rubbers and blends of 5 Apparatus

these. . .
1.3 lodine interferes, but substances such a¢'Zs, CN, 5.1 Oxygen Combustion FlaskSchoniger Flask—A
and (CQ)? ~ do not. chemical-resistarnt, thick-walled oxygen combustion flagk,

1.4 The values stated in Sl units are to be regarded as th000 cnf, with §’ 35/25 ball-joint stopper, platinum sample
standard. The values in parentheses are for information onlycarrier, and pinch clamp.

1.5 This standard does not purport to address all of the 5.2 Infrared Safety Ignite?, with cabinet and infrared light
safety concerns, if any, associated with its use. It is thdan electrical igniter is also satisfactory).
responsibility of the user of this standard to establish appro- 5.3 Magnetic Stirring Bar covered with a chemical-
priate safety and health practices and determine the applicaresistant coatin§.approximately 25 mm (1 in.) long, without a
bility of regulatory limitations prior to useSpecific safety spinning ring around the center.

precautions are given in Section 7. 5.4 Magnetic Stirrer
5.5 Filter Paper, 30 by 30 mm, with a 35-mm extension,
2 Referenced Documents black’ for infrared or whité for electrical ignition.
2.1 ASTM Standards: 5.6 pH Meter? equipped with a billet-type silver

E 200 Practice for Preparation, Standardization, and Storlectrodé® and a calomel electrode, in which the potassium
age of Standard and Reagent Solutions for Chemicathloride solution has been replaced by a saturated potassium
Analysig nitrate solution, or equivalent automatic titrator.

E 442 Test Method for Chlorine, Bromine, or lodine in
Organic Compounds by Oxygen Flask Combustion 6 Reagents

E 443 Test Method for Sulfur in Organic Compounds by 6.1 Silver Nitrate Solution(0.001 M must be freshly

Oxygen Flask Combustién prepared. Pipet 10.0 chof standard® 0.1 M silver nitrate
_ solution into a 1-dr volumetric flask. Dilute to volume.
3 Summary of Practice Protect from light. Determine its molarity by titrating an

3.1 Samples of rubber, wrapped in filter paper, are burned iaccurately weighed sample of the reagent grade KCI or NaCl.
an oxygen combustion flask containing an aqueous solution afalculate the molarity as follows:
hydrogen peroxide and sodium bisulfite. The carbon and Molarity = [A X 1000/(B X C) 1)
hydrogen of the organic matter are oxidized. The combusted
solution is titrated directly for bromine and chlorine.

4 Slgmflcance and Use 3 Borosilicate glass has been found satisfactory.
4.1 This practice outlines a method for the determination of “A. H. Thomas Co., Philadelphia, PA, Catalog No. 6514-F20 is satisfactory.
bromine and chlorine. alone or separately 5A. H. Thomas Co., Catalog No. 6516-G10 has been found satisfactory.
! . ) © Polytetrafluoroethylene has been found satisfactory.
4.2 CIIR and BIIR rubbers contain small amounts of chlo- 7 { Thomas Co., Catalog No. 6514-F65 is satisfactory.

rine and bromine and CR rubbers contain large amounts of ®A. H. Thomas Co., Catalog No. 6513-C75 is satisfactory.
9 A. Beckman pH meter Model SS-2 has been found satisfactory.
10 Coleman Catalog No. 3-571 has been found satisfactory. Any equivalent silver
1 This practice is under the jurisdiction of ASTM Committee D-11 on Rubber and electrode may be used. The electrode should not be coated by the user, especially for

is the direct responsibility of Subcommittee D11.11 on Chemical Analysis. Test Method B. It may, however, be polished with a mild abrasive such as powdered
Current edition approved Nov. 10, 1996. Published January 1997. Originallykitchen cleanser, so that it is bright and shiny.

published as D 3566 — 77. Last previous edition D 3566 — 90 (1995) 1 The 0.1 M silver nitrate solution should be prepared in accordance with
2 Annual Book of ASTM Standardépl 15.05. Practice E 200 or may be purchased.



