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QH”) Designation: D 3612 — 96

Standard Test Method for
Analysis of Gases Dissolved in Electrical Insulating Oil by
Gas Chromatography *

This standard is issued under the fixed designation D 3612; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope 2.2 |EEE Standard:

1.1 This test method covers two procedures for extraction C 5?.104 Guide for the Interpretation of Gases Generated in
and measurement of gases dissolved in electrical insulating oil _ Qil-lmmersed Transformers
having a viscosity of 20 cSt (100 SUS) or less at 40°C (104°F), 2.3 |EC Standard: , .
and the identification and determination of the individual Publication No. 567 Guide for the Sampling of Gases and
component gases extracted. Other methods have been used to Of Oil from Oil-Filled Electrical Equipment and for the
perform this analysis. Analysis of Free and Dissolved Gases

1.2 The individual component gases that may be identifie
and determined include:

Hydrogen—H,

%. Terminology
3.1 Definitions of Terms Specific to This Standard:

Oxygen—o, 3.1.1 gas content of oil by volumein Method A the total
Nitrogen—N, volume of gases, corrected to 760 torr (101.325 kPa) and 0°C,
garbon monoxide 0 contained in a given volume of oil, expressed as a percentage.
arbon dioxide—CO, L. .
Methane—CH, In Method B the sum of the individual gas concentrations
Ethane—C,H, corrected to 760 torr (101.325 kPa) and 0°C, expressed in

Ethylene—C,H,

Acet percent or parts per million.

ylene—C,H, - . .
Propane—C;Hg 3.1.2 parts per million (ppm) by volume of (specific gas) in
Propylene—C3Hg oil—the volume of that gas corrected to 760 torr (101.325 kPa)

1.3 This standard does not purport to address all of theand 0°C, contained in 1®volume of oil. _
safety concerns, if any, associated with its use. It is the 3.1.3 sparging v—agitating the liquid sample using a gas to
responsibility of the user of this standard to establish appro-Strip other gases free. _ - _
priate safety and health practices and determine the applica- 3.1.4 volume concentration of (specific gas) in the gas
bility of regulatory limitations prior to use.For specific ~Sample—the volume of the specific gas contained in a given

precautionary statements see 6.1.8. volume of the gas sample at the same temperature and pressure
(as the measured total volume), expressed either as a percent-
2. Referenced Documents age or in parts per million.

2.1 ASTM Standards:

D 2779 Test Method for Estimation of Solubility of Gases 4. Summary of Test Method

in Petroleum Liquid$ 4.1 Method A—Dissolved gases are extracted from a sample
D 2780 Test Method for Solubility of Fixed Gases in of oil by introduction of the oil sample into a pre-evacuated

Liquids 2 known volume. The evolved gases are compressed to atmo-
D 3613 Test Methods of Sampling Electrical Insulating Oils SPheric pressure and the total volume measured.

for Gas Analysis and Determination of Water Contént 4.2 Method B—Dissolved gases are extracted from a sample
D 4051 Practice for Preparation of Low-Pressure Gagf 0il by sparging the oil with the carrier gas on a stripper

Blends? column containing a high surface area bead.

E 260 Practice for Packed Column Gas Chromatogrdphy 4.3 There may be some differences in limits of detection and
precision and bias between Methods A and B for the various
gases.

* This test method is under the jurisdiction of ASTM Committee D-27 on 4.4 Aportion of the extracted ga_ses (Methoq A) or all of the

Electrical Insulating Liquids and Gases and is the direct responsibility of Subcomgases extracted (Method B) are introduced into a gas chro-

mittee D27.03 on Analytical Tests. _ . matograph equipped with suitable adsorption column(s). The
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