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Standard Test Method for

pH of Activated Carbon *

This standard is issued under the fixed designation D 3838; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope
—— CHECK VALVE
1.1 This test method covers determination of the pH of a
water extract of activated carbon. \ 20740 ST JOINT
1.2 This standard does not purport to address all of the COOLING _
safety concerns, if any, associated with its use. It is the WATER <
responsibility of the user of this standard to establish appro- — CoNDENSER
priate safety and health practices and determine the applica- " AT
bility of regulatory limitations prior to useFor specific hazard LEneT
statements, see Section 6.
2. Referenced Documents ngi%gG - ——— THERMOMETER
2.1 ASTM Standards: ¢ ~ 110 %
D 1193 Specification for Reagent Water 20746 7 T AniIImETER
D 1293 Test Methods for pH of Wafer SToomT T U HITH VITON 0-RING
D 2867 Test Method for Moisture in Activated Cartion
E 300 Practice for Sampling Industrial Chemicals
3. Summary of Test Method 20740 ST JOINT
3.1 An activated carbon sample is boiled in reagent water BALL JOINT X 36/20 BALL JoINT
using a reflux condenser to recycle water vapor. The particles cane ==
of carbon are filtered out, the filtrate cooled to 50°C and the pH 250 ML
of the filtrate determined by electrometic measurement. R
4. Significance and Use [ |
4.1 When a fluid containing an adsorbate is passed through = HOT PLATE
a bed of activated carbon, chemical reactions may take place @

between the activated carbon, its other noncarbonaceous con- '
stituents, and the adsorbate containing fluid. The pH of the FIG. 1 Boiler-Reflux Condenser Apparatus
carbon may be a significant parameter of such a reaction and

therefore may be an important characteristic of the carbon. a@nd ball joints, provide freedom from contamination and
maintenance. A check valve in the position shown is essential

5. Apparatus and Materials to relieve pressure buildup while minimizing loss of vapor.
5.1 Analytical Balancecapacity 100 g, precisiort 0.01 g. 5.4 Thermometer glass, approximately 0 to 120°C, long
5.2 Hot Plate enough to be read at 100°C when inserted to bottom of

5.3 Glassware for Boiler-Reflux Condenser Apparafisly. ~ Eflenmeyer flask in Fig. 1. _
1)—Items shown are for guidance only, providing a convenient 5.5 Thermometerglass, approximately 20 to 55°C.
set of equipment available off-the-shelf from many laboratory 5.6 Graduated Cylinder100-mL.

supply houses. The “all-glass” elements, with standard-taper 5.7 Beaker 200-mL.
5.8 Filter Funnel

5.9 Filter Paper, qualitative, medium flow rate, 12.5 cm or

1 This test method is under the jurisdiction of ASTM Committee D-28 on Iarger in diameter.

Activated Carbon and is the direct responsibility of Subcommittee D28.04 on Gas 5.10 Timer.

Phase Evaluation Tests. 5.11 pH Meter, in accordance with Test Methods D 1293,
Current edition approved Jan. 3, 1980. Published March 1980.
2 Annual Book of ASTM Standardgol 11.01.

Type Il (automatic thermal compensation preferred).
5.12 Reagent Waterin accordance with Specification
D 1193, Type Il.
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