
Designation: D 3853 – 03 e1

Standard Terminology Relating to
Rubber and Rubber Latices—Abbreviations for Chemicals
Used in Compounding 1

This standard is issued under the fixed designation D 3853; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

e1 NOTE—Section 5 was editorially updated in February 2003.

1. Scope

1.1 This terminology is a compilation of abbreviations for
accelerators, vulcanizing agents, activators, antidegradants,
plasticizers, softeners, processing aids, blowing agents, retard-
ers, isocyanates, peroxides, and antireversion agents used in
the compounding of rubber products. Abbreviations for rubbers
are listed in Practice D 1418 and a numbering system for
various grades of carbon blacks is described in Classification
D 1765.

2. Referenced Documents

2.1 ASTM Standards:
D 1418 Practice for Rubber and Rubber Latices—

Nomenclature2

D 1600 Terminology for Abbreviated Terms Relating to
Plastics3

D 1566 Terminology Relating to Rubber2

D 1765 Classification System for Carbon Blacks Used in
Rubber Products2

2.2 ISO Standard:4

ISO 6472 Rubber Compounding Ingredients—
Abbreviations

3. Significance and Use

3.1 These abbreviations are to be used in technical writing
where the full chemical name of the substance is used initially,
followed by the abbreviation found in this terminology. Later
references to this substance may then use the abbreviation only.

4. Form and Style

4.1 Although generally accepted references4,5,6 for naming
chemicals provide the basis for these abbreviations, common

usage has dictated the particular choice for the abbreviations
set forth in this terminology.

4.2 Conventions used in this terminology are:
4.2.1 The symbol B will be used for butyl in the case of

accelerators and vulcanizing agents and for butylidene in the
case of bisphenol materials (see 4.2.6.2).

4.2.2 The symbol Bz will be used for benzyl groups.
4.2.3 When possible, a number will be used to denote long

chain hydrocarbons, that is, 5 for penta, 88 for dioctyl, etc. If
the length of the hydrocarbon chain is ten or higher, the number
shall be placed in parenthesis, that is (12) for dodecyl, etc. The
letter “i” shall be used to denote an iso structure.

4.2.4 The chemical symbol for metallic components will be
used whenever possible. This will usually occur at the begin-
ning of the abbreviation.

4.2.5 The symbol C will be used for dithiocarbamate
accelerators and for cyclohexyl in the case of sulfenamide
accelerators and bisphenol antioxidants.

4.2.6 Commercial bisphenol antioxidants are made up of
two alkyl/cyclohexyl substituted phenol rings linked in the
ortho or para position. The following conventions will be used
in this nomenclature scheme:

4.2.6.1 o—ortho
m—meta
p—para
Bp—bisphenol structure

4.2.6.2 M—methylene
B—butylidene
IB—isobutylidene
IP—isopropylidene
T—thio

4.2.6.3 1—methyl
2—ethyl
4—t-butyl
9—nonyl
C—cyclohexyl

4.2.7 For diphenylamine antidegradants use numbers for the
identification of alkyl substituents on the diphenylamine rings.

1 This terminology is under the jurisdiction of ASTM Committee D11 on Rubber
and is the direct responsibility of Subcommittee D11.08 on Terminology.
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