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Alkalinity in Brackish Water, Seawater, and Brines
This standard is issued under the fixed designation D 3875; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope*

1.1 This test method covers the determination of alkalinity in brackish water, seawater, and brines.

1.2 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.

2. Referenced Documents
2.1 ASTM Standards:

1 This test method is under the jurisdiction of ASTM Committee D-19 on Water and is the direct responsibility of Subcommittee D19.05 on Inorganen@oimsti/ater.
Current edition approvee-Bec. Aug. 36-3997. 2003. Published-Beecember 1998. September 2003. Originally-publishee-as-b 3875 — 80. approvedtipré9Blisl as
edition-B-3875—86-(93}- approved in 1997 as D 3875 — 97.

*A Summary of Changes section appears at the end of this standard.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.

1



