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1. Scope

1.1 This test method provides a means to identify blanket
fabrics which ignite easily and propagate flame across the
surface.

1.2 This test method specifies the procedures described in
the “Voluntary Blanket Flammability Standard” which has
been used by the blanket industry in the United States since
1972.

1.3 This standard is used to measure and describe the
response of materials, products, or assemblies to heat and
flame under controlled conditions, but does not by itself
incorporate all factors required for fire hazard or fire risk
assessment of the materials, products or assemblies under
actual fire conditions.

NOTE 1—This test method is not identical to 16 CFR Part 1610,
Flammability of Clothing Textiles. Consumer Product Safety Commission
regulations require that fabrics introduced into commerce meet the
requirements of 16 CFR Part 1610.

1.4 Fire testing is inherently hazardous. Adequate safe-
guards for personnel and property shall be employed in
conducting these tests.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.

1.6 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D123 Terminology Relating to Textiles
D1230 Test Method for Flammability of Apparel Textiles
2.2 Federal Specification:
NNN-P-40b3

3. Terminology

3.1 Definitions:
3.1.1 blanket, n—for bedding, an unquilted fabric covering

designed primarily to provide thermal insulation.
3.1.1.1 Discussion—Blankets may be made by any textile

process from various types of fibers and may or may not have
a raised fiber surface. Construction may be woven, knitted,
flocked, or nonwoven.

3.1.1.2 Discussion—Electric blankets include resistance
heating wires and can provide heat as well as thermal insula-
tion.

3.1.2 flammability, n—those characteristics of a material
that pertain to its relative ease of ignition and relative ability to
sustain combustion.

NOTE 2—In this test, evidence of ignition is shown by discoloration,
charring, or burning of the paper monitor.

3.1.3 ignition, n—initiation of combustion.

3.2 For definitions of other textile terms used in this test
method, refer to Terminology D123.

4. Summary of Test Method

4.1 Specimens cut from the blanket fabric are prepared by
brushing if they have a raised fiber surface and by drying. The
dried specimen is held in a special apparatus, a standardized
flame is applied to the surface for a specified time under
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