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General-Purpose, Black Heavy-Duty, and Black Extra-Heavy-
Duty Cirosslinked Polychloroprene Jackets for Wire and
Cable

This standard is issued under the fixed designation D 4247; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope 3. Terminology

1.1 This specification covers crosslinked polychloroprene 3.1 Definitions—For definitions of terms used in this speci-
compounds suitable for use as outer coverings or jackets dication refer to Terminology D 1711.
electrical cables for general-purpose, black heavy-duty and 3.2 Definitions of Terms Specific to This Standard:
black extra-heavy-duty service. 3.2.1 aging (act of) n—exposure of materials to air at
1.2 These jackets are not recommended for installation at #00°C for 168 h or oil at 121°C for 18 h.
temperature lower than —25°C. ) )
1.3 Whenever two sets of values are presented, in differerft: Physical Properties
units, the values in the first set are the standard, while those in 4.1 The jacket shall conform to the requirements for physi-

parentheses are for information only. cal properties prescribed in Table 1.
2. Referenced Documents 5. Sampling
2.1 ASTM Standards: 5.1 Sample the jacket in accordance with Test Methods

D 470 Test Methods for Crosslinked Insulations and Jacket® 470.
for Wire and Cablé
6. Test Methods

D 1711 Terminology Relating to Electrical Insulatfon
6.1 Test the jacket in accordance with Test Methods D 470.

1 This specification is under the jurisdiction of ASTM Committee D-9 on /. Keywords

Electrical and Electronic Insulating Materials and is the direct responsibility of ; ; . _ _ ; . _
Subcommittee D09.18 on Solid Insulations, Nonmetallic Shieldings, and Coverings 7.1 CFOTSS|Ink.ed ]aCket’ EXt.ra heévy dUty ]aCket’ ge.neral_
for Electrical and Telecommunications Wires and Cables. purpose ]aCkeL heavy'dUty Jacket, polychloroprene JaCket-
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