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1. Scope *

1.1 This test method covers the measurement of peak and
residual direct shear strength of in situ rock discontinuities as
a function of stress normal to the sheared plane. This sheared
plane is usually a significant discontinuity which may or may
not be filled with gouge or soil-like material.

1.2 The measured shear properties are affected by scale
factors. The severity of the effect of these factors must be
assessed and applied to the specific problems on an individual
basis.

1.3 The values stated in SI units are to be regarded as the
standard.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
D 653 Terminology Relating to Soil, Rock, and Contained

Fluids2

D 3740 Practice for Minimum Requirements for Agencies
Engaged in the Testing and/or Inspection of Soil and Rock
Used in Engineering Design and Construction2

3. Terminology

3.1 Definitions:See Terminology D 653 for general defini-
tions.

3.2 Definitions of Terms Specific to This Standard:
3.2.1 discontinuities—this includes joints, schistosity,

faults, bedding planes, cleavage, and zones of weakness, along
with any filling material.

3.2.2 peak shear strength—the maximum shear stress in the
complete curve of stress versus displacement obtained for a
specified constant normal stress.

3.2.3 residual shear strength—the shear stress at which
nominally no further rise or fall in shear strength is observed

with increasing shear displacement and constant normal stress
(Fig. 1). A true residual strength may only be reached after
considerably greater shear displacement than can be achieved
in testing. The test value should be regarded as approximate
and should be assessed in relation to the complete shear stress
- displacement curve.

3.2.4 shear strength parameter, c(see Fig. 2)—the projected
intercept on the shear stress axis of the plot of shear stress
versus normal stress (see Note).

3.2.5 shear strength parameter,f (see Fig. 2)—the angle of
the tangent to the failure curve at a normal stress that is
relevant to design.

3.2.5.1 Discussion—Different values ofc and f relate to
different stages of a test (for example,c8, cr8, fa, andfb, of
Fig. 2).

4. Summary of Test Method

4.1 This test method is performed on rectangular-shaped
blocks of rock that are isolated on all surfaces, except for the
shear plane surface.

4.2 The blocks are not to be disturbed during preparation
operations. The base of the block coincides with the plane to be
sheared.

4.3 A normal load is applied perpendicular to the shear
plane and then a side load is applied to induce shear along the
plane and discontinuity (see Fig. 3).

5. Significance and Use

5.1 Because of scale effects, there is no simple method of
predicting the in situ shear strength of a rock discontinuity
from the results of laboratory tests on small specimens; in situ
tests on large specimens are the most reliable means.

5.2 Results can be employed in stability analysis of rock
engineering problems, for example, in studies of slopes,
underground openings, and dam foundations. In applying the
test results, the pore water pressure conditions and the possi-
bility of progressive failure must be assessed for the design
case, as they may differ from the test conditions.

5.3 Tests on intact rock (free from planes of weakness) are
usually accomplished using laboratory triaxial testing. Intact
rock can, however, be tested in situ in direct shear if the rock
is weak and if the specimen block encapsulation is sufficiently
strong.

1 This test method is under the jurisdiction of ASTM Committee D18 on Soil and
Rock and is the direct responsibility of Subcommittee D18.12 on Rock Mechanics.
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