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Standard Test Method for
Creep and Time to Failure of Adhesives in Static Shear by
Compression Loading (Wood-to-Wood) 1

This standard is issued under the fixed designation D 4680; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope 3.1.1 creep—the dimensional change with time of a mate-
1.1 This test method covers the determination of timetial under load, following the initial instantaneous elastic or
dependent properties of structural adhesives in wood-to-woo@Pid deformation. Creep at room temperature is sometimes

bonds when specimens are subjected to shearing stressescafied cold flow. _ . _
various levels of static load, constant temperature, and relative 3-1.2 creep modulus-the ratio of initial applied stress to
humidity. Apparatus and procedures are provided for direcEr€ep strain. _ _ _ _
measurement of time-dependent shear deformation (creep) and3-1.3 creep strair—the total strain, at any given time,
time to failure of adhesive bonds under static load. Guideline®roduced by the applied stress during a creep test.
for selecting test conditions, methods for calculating creep rate, 3-1.3.1 Discussior—In this test method, creep strain is
creep strain, creep modulus, and extrapolation of time t&alculated by dividing displacement at any given time by the
failure, are given along with methods of presenting these dat&Stimated apparent thickness of the adhesive bondline.

1.2 The values stated in inch-pound units are to be regared 3.1.4 rate of creep—the slope of the creep-time curve at a

as the standard. The Sl units are given in parentheses are fgiven time. _
information only. 3.1.5 shear stress-the stress component tangential to the

1.3 This standard does not purport to address all of thePlane on which the forces act, that is, in the plane of the bond
safety concerns, if any, associated with its use. It is thdine. _ _ _ _
responsibility of the user of this standard to establish appro- 3.1.6 strain—the unit change, due to stress, in the size or

priate safety and health practices and determine the applicashape of a body referred to its original size or shape.
bility of regulatory limitations prior to use. 3.1.7 stress n—the force exerted per unit area at a point

within the plane.
2. Referenced Documents

2.1 ASTM Standards: _ _
D 143 Methods of Testing Small Clear Specimens of Tim- 4.1 Creep data that are obtained over a relatively short

4. Significance and Use

bepr period of time in this test method can provide a measure of an
D 905 Test Method for Strength Properties of Adhesive@dhesive bond’s ability to withstand static loading in shear over
Bonds in Shear by Compression Loading arelatively long period of time. Creep measurements are made
D 907 Terminology of Adhesivés over a range of expected service conditions, including level of
D 2016 Test Methods for Moisture Content of Wdod stress, temperature, relative humidity, and duration of load.
Creep rate, creep strain, and creep modulus are calculated at
3. Terminology the various service conditions.
3.1 Definitions—Many terms in these test methods are 4.2 Creep data can be used 19 gredict performance of an
defined in Terminology D 907. adhesive under long-term loading) €haracterize an adhesive,

(3) compare adhesives with each other and against specifica-
tions, and (4) design structural members fabricated with an

. . o _ adhesive.
1 This test method is under the jurisdiction of ASTM Committee D14 on

Adhesives and is the direct responsibility of Subcommittee D14.30 on Wood 4.3 Tlm_e'to'fa”_ure data prOV'qe a measure of the uItlmate
Adhesives. load-carrying ability of an adhesive bond as a function of time
Current edition approved May 10, 1998. Published March 1999. Originallyat various levels of stress, temperature, and relative humidity.
published as D 4680 — 87. Last previous edition D 4680 — 92. 4.4 With proper caution, time-to-failure data derived from
Annual Book of ASTM Standardgol 04.10 . . . .
3 Annual Book of ASTM Standardol 15.06. relatively short loading periods can be extrapolated to estimate
4 Annual Book of ASTM Standardsbol 04.09. the useful service life of an adhesive at working levels of static
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