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Standard Test Method for

Determination of Trace Thiophene in Refined Benzene by
Gas Chromatography1

This standard is issued under the fixed designation D4735; the number immediately following the designation indicates the year of

original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A

superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope*

1.1 This test method covers the determination of thiophene

in refined benzene.

1.2 This test method is applicable to samples with thiophene

concentrations in the range from 0.80 mg ⁄kg to 1.80 mg/kg for

the Flame Photometric Detector (FPD), and from 0.14 mg ⁄kg

to 2.61 mg/kg for the Pulsed Flame Photometric Detector

(PFPD). For the PFPD, the minimum level of quantitation

(LOQ) is 0.14 mg/kg and the minimum level of detection

(LOD) is 0.04 mg/kg. With careful analytical technique, and/or

replicates, this method can be used to successfully analyze

concentrations below the current LOD. The range of the test

method may be extended by modifying the sample injection

volume, split ratios, calibration range, or sample dilution with

thiophene-free solvent.
NOTE 1—See Appendix X1 for additional information on calculation of

LOD.

NOTE 2—LOD and LOQ were calculated using data from ASTM
Research Report RR:D16-1038.2

1.3 This test method has been found applicable to benzene

characteristic of the type described in Specifications D2359

and D4734 and may be applicable to other types or grades of

benzene only after the user has demonstrated that the procedure

can completely resolve thiophene from the other organic

contaminants contained in the sample.

1.4 The following applies for the purposes of determining

the conformance to applicable specifications using this test

method, results shall be rounded off in accordance the

rounding-off method of Practice E29.

1.5 The values stated in SI units are to be regarded as

standard. No other units of measurement are included in this

standard.

1.6 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

For specific hazard statements, see Section 8.

1.7 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:3

D1193 Specification for Reagent Water

D2359 Specification for Refined Benzene-535

D3437 Practice for Sampling and Handling Liquid Cyclic

Products

D4057 Practice for Manual Sampling of Petroleum and

Petroleum Products

D4177 Practice for Automatic Sampling of Petroleum and

Petroleum Products

D4307 Practice for Preparation of Liquid Blends for Use as

Analytical Standards

D4734 Specification for Refined Benzene-545

D4790 Terminology of Aromatic Hydrocarbons and Related

Chemicals

D6809 Guide for Quality Control and Quality Assurance

Procedures for Aromatic Hydrocarbons and Related Ma-

terials

E29 Practice for Using Significant Digits in Test Data to

Determine Conformance with Specifications

E177 Practice for Use of the Terms Precision and Bias in

ASTM Test Methods

E260 Practice for Packed Column Gas Chromatography

E355 Practice for Gas Chromatography Terms and Relation-

ships

1 This test method is under the jurisdiction of ASTM Committee D16 on

Aromatic, Industrial, Specialty and Related Chemicals and is the direct responsi-

bility of Subcommittee D16.04 on Instrumental Analysis.

Current edition approved Nov. 1, 2024. Published November 2024. Originally

approved in 1987. Last previous edition approved in 2019 as D4735 – 19. DOI:

10.1520/D4735-24.
2 Supporting data have been filed at ASTM International Headquarters and may

be obtained by requesting Research Report RR:D16-1038. Contact ASTM Customer

Service at www.astm.org/contact.

3 For referenced ASTM standards, visit the ASTM website, www.astm.org, or

contact ASTM Customer Service at www.astm.org/contact. For Annual Book of

ASTM Standards volume information, refer to the standard’s Document Summary

page on the ASTM website.

*A Summary of Changes section appears at the end of this standard
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