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1. Scope*

1.1 This test method covers prediction of the heat buildup in
rigid and flexible PVC building products above ambient air
temperature, relative to black, which occurs due to absorption
of the sun’s energy.

Note 1—This test method is expected to be applicable to all types of
colored plastics. The responsible subcommittee intends to broaden the
scope beyond PVC when data on other materials is submitted for review.

Note 2—There are no ISO standards covering the primary subject
matter of this test method.

1.2 Rigid PVC exterior profile extrusions for assembled
windows and doors are covered in Specification D4726.

1.3 Rigid PVC exterior profiles for fencing are covered in
Specification F964.

1.4 Rigid PVC siding profiles are covered in Specification
D3679.

1.5 Rigid PVC soffit profiles are covered in Specification
D4477.

1.6 Rigid PVC and Rigid CPVC plastic building products
compounds are covered in Specification D4216.

1.7 The text of this test method references notes and
footnotes which provide explanatory material. These notes and
footnotes (excluding those in tables and figures) shall not be
considered as requirements of this test method.

1.8 Units—The values stated in inch-pound units are to be
regarded as the standard. The values given in parentheses are
mathematical conversions to SI units that are provided for
information only and are not considered standard.

1.9 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.
Specific safety hazard statements are given in Section 7.

! This test method is under the jurisdiction of ASTM Committee D20 on Plastics
and is the direct responsibility of Subcommittee D20.24 on Plastic Building
Products.
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1.10 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Commiittee.

2. Referenced Documents

2.1 ASTM Standards:*

D883 Terminology Relating to Plastics

D1600 Terminology for Abbreviated Terms Relating to Plas-
tics

D4703 Practice for Compression Molding Thermoplastic
Materials into Test Specimens, Plaques, or Sheets

D3679 Specification for Rigid Poly(Vinyl Chloride) (PVC)
Siding

D4216 Specification for Rigid Poly(Vinyl Chloride) (PVC)
and Related PVC and Chlorinated Poly(Vinyl Chloride)
(CPVC) Building Products Compounds

D4477 Specification for Rigid (Unplasticized) Poly(Vinyl
Chloride) (PVC) Soffit

D4726 Specification for Rigid Poly(Vinyl Chloride) (PVC)
Exterior-Profile Extrusions Used for Assembled Windows
and Doors

E631 Terminology of Building Constructions

F964 Specification for Rigid Poly (Vinyl Chloride) (PVC)
Exterior Profiles Used for Fencing and Railing

3. Terminology

3.1 Definitions—Definitions are in accordance with Termi-
nologies D883 or E631 and abbreviations with Terminology
D1600 unless otherwise indicated.

3.2 Definitions of Terms Specific to This Standard:

3.2.1 heat buildup—the increase in temperature above that
of ambient air due to the amount of energy absorbed by a
specimen from the sun.

3.2.2 temperature rise—the increase in temperature above
that of ambient (laboratory) air due to absorption of energy
from a heating lamp (source).

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.

*A Summary of Changes section appears at the end of this standard
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