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1. Scope ings Using On-Line Analyzefs
1.1 This test methddevaluates the ability of lubricants to D 2896 Test Method for Base Number of Petroleum Prod-

minimize piston and bore scuffing in two-stroke-cycle spark- _ UCts by Potentiometric Perchloric Acid Titratfon
ignition gasoline engines. D 4857 Test Method for Determination of the Ability of

safety concerns, if any, associated with its use. It is the In Two-Stroke-Cycle Gasoline Engines Other Than Out-

responsibility of the user of this standard to establish appro- boards o
priate safety and health practices and determine the applica- D 4858 Test Method for Determination of the Tendency of

bility of regulatory limitations prior to use. Lubricants to Promote Preignition in Two-Stroke-Cycle
1.3 The values stated in SI units are the standard. The values _Gasoline Enginés _ _
2.2 Coordinating European Council (CEC) Standérd
2. Referenced Documents CEC L-19-T-77 The Evaluation of the Lubricity of Two-
2.1 ASTM Standards: Stroke Engine Oils
B 152 Specification for Copper Sheet, Strip, Plate, and
Rolled Ba?

D 439 Specification for Automotive Gasolthe 3. Terminology

D 445 Test Method for Kinematic Viscosity of Transparent 3-1 Definitions:

and Opagque Liquids 3.1.1 combustion chamberin reciprocating internal com-
D 664 Test Method for Acid Number of Petroleum ProductsPustion enginesthe volume bounded by the piston crown and
by Potentiometric Titratioh any portion of the cylinder walls extending above the piston
D 874 Test Method for Sulfated Ash from Lubricating Qils ¢rown when in the top dead center position, and the inner
and Additives surface of the cylinder head including any spark plugs and
D 2270 Practice for Calculating Viscosity Index from Kine- Other inserted components. - D 4858
matic Viscosity at 40° and 100°C 3.1.2 lubricity—a qualitative term describing the ability of a
D 2700 Test Method for Motor Octane Number of Spark-lubricant to minimize friction between and damage to surfaces
Ignition Engine Fudl in relative motion under load.

D 2885 Test Method for Research and Motor Octane Rat- 3-1.3 preignition—in a spark-ignition engingignition of
the mixture of fuel and air in the combustion chamber before

the passage of the spark. D 4858
. _ - . 3.1.4 scuff, scuffing-in lubrication, damage caused by
This test method is under the jurisdiction of ASTM Committee D02 on jngtantaneous localized welding between surfaces in relative
Petroleum Products and Lubricants and is the direct responsibility of Subcommittee . . .2 . .
DO02.B0 on Automotive Lubricants. motion which does not result in immobilization of the parts.
Current edition approved Nov. 10, 2002. Published January 2003. Originally 3.1.5 spark plug fouling—deposition of essentially noncon-
approved in 1988. Last previous edition approved in 2000 as D 4863-00. ducting material onto the electrodes of a spark plug that may,

2 Until the next revision of this test method, the ASTM Test Monitoring Center ; . .
will update changes in this test method by means of Information Letters. These cataut will not necessamy’ prevent the pluQ from operating.

be obtained from the ASTM Test Monitoring Center, 6555 Penn Ave., Pittsburgh, PA
15206-4489. ATT: Administrator. This edition incorporates revisions in all Infor-

mation Letters through No. 01-4. ¢ Annual Book of ASTM Standardgol 05.02.
3 Annual Book of ASTM Standardéol 02.01. 7 Annual Book of ASTM Standardgol 14.02.

4 Discontinued; see 1990 Annual Book of ASTM Standardis05.01. 8 Order from the Coordinating European Council, 61 New Cavendish Street,
ane 05.01. London W1M 8AR, England.

e, PO Box C700, West Conshohocken, PA 19428-2959, United States.




