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1. Scope temperature to which most catalysts of this type are not heated.

1.1 This test method covers the determination of gammd here are other possible components which may cause some
alumina and related transition aluminas in catalysts containin§terference, such as alpha-quartz and zeolite Y, as well as
silica and alumina by X-ray powder diffraction, using the @uminum-containing spinels formed at elevated temperatures.

diffracted intensity of the peak occurring at about ¥%ehen  !f the presence of interfering material is suspected, the diffrac-
copper Kx radiation is employed. tion pattern should be examined in greater detail. More

1.2 This standard does not purport to address all of theSignificant interference may be caused by the presence of large
safety concerns, if any, associated with its use. It is th@mounts of heavy metals or rare earths, which exhibit strong
responsibility of the user of this standard to establish appro-X-ray absorption and scattering. Comparisons between similar
priate safety and health practices and determine the applicamaterials, therefore, may be more appropriate than those

bility of regulatory limitations prior to use. between widely varying materials.
2. Referenced Documents 5. Apparatus
2.1 ASTM Standards: 5.1 X-Ray Powder Diffractometer Unitwith standard
E 691 Practice for Conducting an Interlaboratory Study toS@mple mount, Cu K radiation, monochromator, wide diver-
Determine the Precision of a Test MetRod gence and receiving slits (for example, 3° and 0.15°, respec-
tively), goniometer speed of 0.5°/min or equivalent, chart
3. Summary of Test Method speed of about 0.5 cm/min or equivalent, and scale or gain

3.1 A sample of catalyst is calcined and ground, and ar@ctors to provide conveniently measurable peaks.
X-ray _powder diffraction pattern is obtained under specified Nore 1—For diffractometers employing step scanning, convenient
conditions over the approximate range from 52 to B6the  corresponding conditions include a step size of 0.02° and a counting time
diffracted intensity above background for the peak occurring adf 2.4 s/step, which is equivalent to a scanning rate of 0.5°/min.
about 67°8 is compared to that of a reference sample, after 5 2 calcination Furnace

appropriate adjustments are made for scale settings and peaks 3 Grinding Equipmentsuitable for preparing samples for
half-widths. mounting in the sample holder.

4. Significance and Use 6. Procedure

4.1 This test method is for estimating the relative amountof 1 calcine the catalyst samplerf® h at500°C.
gamma alumina_in cal_cined catalyst samples, assuming thattheg 2 Grind the sample sufficiently (for example, 200 to 400
X-ray powder diffraction peak occurring at about 60°%  mesh) to enable it to be packed into a standard X-ray powder

attributable to gamma alumina. Gamma alumina is defined agjffractometer sample holder and mounted on the diffractome-
a transition alumina formed after heating in the range from 50Qg,.

to 550°C, and may InClUde fOI’mS descr'bed |n the ||terature as 63 Obtaln dlffractlon patterns for three Samples over the
eta, chi, and gamma aluminas. Delta alumina has a diffractiogpproximate range from 52 to 76F2using the conditions
peak in the same region, but is formed above 850°C, &escribed in 5.1.

6.4 Measure the height of the 6 °geak above background

1 This test method is under the jurisdiction of ASTM Committee D-32 on for the Sample and the reference material to gﬂ/ésample)

Catalysts and is the direct responsibility of Subcommittee D32.01 on Physical@Nd H (reference), respectively.

Chemical Properties. f ial b db lcini high
Current edition approved March 31, 1989. Published May 1989. Note 2—Reference material may be prepared by calcining a high-
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