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1. Scope

1.1 This test method covers the calculation of the density of
soil and rock by the attenuation of gamma radiation, where the
gamma source and the gamma detector are placed at the
desired depth in a bored hole lined by an access tube.

1.2 The density, in mass per unit volume of the material
under test, is calculated by comparing the detected rate of
gamma radiation with previously established calibration data
(see Annex A1).

1.3 The values stated in SI units are regarded as the
standard. The inch-pound units given in parentheses are for
information only and may be approximate.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.Specific precau-
tionary statements are given in Section 6, “Hazards.”

2. Referenced Documents

2.1 ASTM Standards:
D 1452 Practice for Soil Investigation and Sampling by

Auger Borings2,3

D 1587 Practice for Thin Walled Tube Sampling of Soils2

D 2113 Practice for Diamond Core Drilling for Site Inves-
tigation2

D 2216 Method for Laboratory Determination of Water
(Moisture) Content of Soil, Rock, and Soil-Aggregate
Mixtures2

D 2922 Test Methods for Density of Soil and Soil-
Aggregate In-Place by Nuclear Methods (Shallow Depth)2

D 2937 Test Method for Density of Soil In-Place by the
Drive-Cylinder Method2

D 4428/D4428M Test Method for Crosshole Seismic Test-
ing2

D 5220 Test Method for Water Content of Soil and Rock
In-Place by Downhole Neutron Probe Method4

3. Significance and Use

3.1 This test method is useful as a rapid, nondestructive
technique for the calculation of the in-place density of soil and
rock at desired depths below the surface as opposed to surface
measurements in accordance with Test Method D 2922.

3.2 With proper calibration in accordance with Annex A1,
this test method can be used for quality control and acceptance
testing for construction and for research and development
applications.

3.3 The non-destructive nature of the test method allows
repetitive measurements to be made at a single test location for
statistical analysis and to monitor changes over time.

3.4 The fundamental assumptions inherent in this test
method are that Compton scattering and photoelectric absorp-
tion are the dominant interactions of the gammas and the
material under test.

4. Interferences

4.1 The chemical composition of the sample may effect the
measurement and adjustments may be necessary. Some ele-
ments with atomic numbers greater than 20 such as iron (Fe) or
other heavy metals may cause measurements higher than the
true value.

4.2 The sample heterogeneity affects the measurements.
This test method also exhibits spatial bias in that it is more
sensitive to material closest to the access tube.

4.2.1 Voids around the access tube can affect the measure-
ment (see 8.1.2.1).

4.3 The sample volume is approximately 0.028 m3 (0.8 ft3).
The actual sample volume is indeterminate and varies with the
apparatus and the density of the material. In general, the greater
the density the smaller the volume.

5. Apparatus (See Fig. 1)

5.1 The apparatus shall consist of a nuclear instrument
capable of measuring density of materials at various depths
below the surface and contain the following:

5.1.1 Sealed Source of High Energy Gamma Radiation,
such as cesium-137, cobalt-60, or radium-226.

5.1.2 Gamma Detector—Any type of gamma detector such
as a Geiger-Mueller tube.

5.1.3 Suitable Timed Scaler and Power Source.
5.2 Cylindrical Probe—The apparatus shall be equipped

with a cylindrical probe, containing the gamma source and
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