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Standard Test Method for
Performing Programmed Horizontal Impacts Using an
Inclined Impact Tester *!

This standard is issued under the fixed designation D 5277; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope Measure of Quality for a Lot or Procéss

1.1 This test method covers the procedures for reproducin Terminology
and comparing shock damage, such as that which may result o o o
from rail switching or pallet marshalling impacts, using an 3.1 Definitions—General terms and definitions used in this
incline impact tester. It is suitable for simulating the types oft€St method may be found in Terminology D 996.
shock pulses experienced by lading in rail switching of rail cars 3-2 Definitions of Terms Specific to This Standard:
with standard draft gear, but not for those with long travel draft 3-2-1 programming materia-a resilient elastomer with
gear or cushioned underframes. The test method can also Bgaractensths suitable to control the shock pulse generated, or
used for pallet marshalling tests. any other suitable means of control. _ .

1.2 The values stated in inch-pound units are to be regarded 3.2-2 velocity change-the sum of the velocity at impact
as the standard. The values given in parentheses are fgnd the rebound velocity.
information only.

, 4. Significance and Use
1.3 This standard does not purport to address all of the g ) , . . .
safety concerns, if any, associated with its use. It is the 4.1 This test method is for use in evaluating the capability of

responsibility of the user of this standard to establish appro-2 container or shipping system to withstand sudden shocks and

priate safety and health practices and determine the applicaSUshing forces, such as those generated from rail switching

bility of regulatory limitations prior to useFor specific hazards Mpacts or pallet marshalling, or to evaluate the capability of a
statements, see Section 6. container and its inner packing, or shipping system, to protect

its contents during the sudden shocks and crushing forces

2. Referenced Documents resulting from rail switching or pallet marshalling impacts.
2.1 ASTM Standards: This test method may also be used to compare the performance
D 644 Test Method for Moisture Content of Paper andof different container designs or shipping systems. The test
Paperboard by Oven DryiRg may also permit observation of the progressive failure of a

D 880 Test Method for Impact Testing for Shipping Con- container or shipping system and damage to the contents. See
tainers and Systerfis Practice D 4169 for additional guidance.

D 996 Terminology Relating to Packaging and Distribution 4.2 This test method is not suitable for reproducing impact
Environment3 resulting from the switching of rail cars using long-travel draft

D 4003 Test Methods for Programmable Horizontal Impactd®ar or cushioned underframes. Refer to Method D 4003
Test for Shipping Containers and Systéms (rgwsed) as a more suitable method for testing undgr thes_e

D 4169 Practice for Performance Testing of Shipping Con<fircumstances, or when more precise control of shock inputs is
tainers and Systerfis required.

D 4332 Practice for Conditioning Containers, Packages, o
Packaging Components for Testing

E 122 Practice for Choice of Sample Size to Estimate 6}0

E. Apparatus

5.1 Inclined Impact Test Equipmentonforming to the
llowing requirements:

5.1.1 The incline track, backstop, and carriage shall con-
form to the requirements of Method D 880, except that the
backstop need not have a solid steel plate surface or a solid

1 This test method is under the jurisdiction of ASTM Committee D10 on . . .
J ptegral mass at least 50 times the mass of the test specimen.

Packaging and is the direct responsibility of Subcommittee D10.22 on Handling an
Transportation.
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