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1. Scope

1.1 This test method covers the collection and measurement
of hexavalent chromium [Cr(VI)] in the ambient atmosphere.

1.2 This test method collects and stabilizes atmospheric
hexavalent chromium using an alkaline impinger buffer solu-
tion in a wet impingement sampling technique. Lead chromate
[PbCrO,], generally considered poorly soluble in water, is
soluble in the impinger solution up to 940 ug/L as hexavalent
chromium.

1.3 This test method measures hexavalent chromium using
an ion chromatographic separation combined with a post
separation reaction with a colorimetric reagent and photometric
detection.

1.4 This test method is applicable in the range from 0.2 to
100 ng/m> of hexavalent chromium in the atmosphere assum-
ing 20 m® of air sample. The range can be extended upwards by
appropriate dilution.

1.5 The values stated in SI units are to be regarded as the
standard. The inch-pound units given in parentheses are for
information only.

1.6 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:*

D1193 Specification for Reagent Water

D1356 Terminology Relating to Sampling and Analysis of
Atmospheres

! This test method is under the jurisdiction of ASTM Committee D22 on Air
Quality and is the direct responsibility of Subcommittee D22.03 on Ambient
Atmospheres and Source Emissions.
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D1357 Practice for Planning the Sampling of the Ambient
Atmosphere

D2914 Test Methods for Sulfur Dioxide Content of the
Atmosphere (West-Gaeke Method)

D3195 Practice for Rotameter Calibration

D3586 Test Method for Chromium in Workplace Atmo-
spheres (Colorimetric Method) (Withdrawn 1990)*

3. Terminology

3.1 Definitions:

3.1.1 For definitions of terms used in this test method, refer
to Terminology D1356.

3.2 Definitions of Terms Specific to This Standard:

3.2.1 eluent—the ionic mobile phase used to transport the
sample through the ion exchange column.

3.2.2 resolution—the ability of a column to separate con-
stituents under specified test conditions.

4. Summary of Test Method

4.1 Sample Collection:

4.1.1 Air is drawn at a rate of 15 L/min over a continuous
24-h period through three 500-mL glass impingers (in-line)
filled with 0.02 N sodium bicarbonate [NaHCO;] “buffer”
solution. A target air volume of 20 m® is sampled.

4.1.2 Impinger buffer solution has a pH of 8.2 and was
selected to prevent hexavalent chromium from being reduced
to trivalent chromium [Cr(II)] in an acidic medium during
sampling (1)*.

4.1.3 The impinger buffer solution from each impinger is
analyzed for hexavalent chromium.

4.2 Sample Analysis (1, 2, 3, 4):

4.2.1 A volume of filtered sample, typically 1 mL, is
injected into the eluent flow path and separated by anion
exchange using an ammonium sulfate [(NH,),SO,] based
eluent.

4.2.2 After separation, the sample is reacted with an acidic
solution of diphenylcarbohydrazide. Hexavalent chromium
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