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1. Scope

1.1 This test method provides a procedure for the sequential

leaching of a waste containing at least 5 % dry solids in order

to generate solutions to be used to determine the constituents

leached under the specified testing conditions.

1.2 This test method calls for the shaking of a known weight

of waste with acidic extraction fluid of a specified composition

as well as the separation of the liquid phase for analysis. The

pH of the extraction fluid is to reflect the pH of acidic

precipitation in the geographic region in which the waste being

tested is to be disposed. The procedure is conducted ten times

in sequence on the same sample of waste, and it generates ten

solutions.

1.3 This test method is intended to describe the procedure

for performing sequential batch extractions only. It does not

describe all types of sampling and analytical requirements that

may be associated with its application.

1.4 The values stated in SI units are to be regarded as

standard. No other units of measurement are included in this

standard.

1.5 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

1.6 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D75/D75M Practice for Sampling Aggregates

D420 Guide for Site Characterization for Engineering De-

sign and Construction Purposes

D653 Terminology Relating to Soil, Rock, and Contained

Fluids

D1129 Terminology Relating to Water

D1193 Specification for Reagent Water

D2234/D2234M Practice for Collection of a Gross Sample

of Coal

D2777 Practice for Determination of Precision and Bias of

Applicable Test Methods of Committee D19 on Water

D3370 Practices for Sampling Water from Flowing Process

Streams

D4793 Test Method for Sequential Batch Extraction of

Waste with Water

3. Terminology

3.1 Definitions—For definitions of terms used in this test

method, see Terminology D1129.

3.2 Symbols—Variables listed in this test method are defined

in the individual sections in which they are discussed. A list of

the defined variables is also provided in Section 11.

4. Significance and Use

4.1 This test method is intended as a means for obtaining

sequential extracts of a waste. The extracts may be used to

estimate the release of certain constituents of the waste under

the laboratory conditions described in this test method.

4.2 The pH of the extraction fluid used in this test method is

to reflect the pH of acidic precipitation in the geographic region

in which the waste being tested is to be disposed.

NOTE 1—Possible sources of information concerning the pH of precipi-
tation in the geographic region of interest include state and federal
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