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This standard is issued under the fixed designation D 5476; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

INTRODUCTION

This classification system and subsequent line callout is intended to be a means of calling out
thermoplastic polyurethane materials used in the fabrication of end items or parts. It is not intended
for the selection of materials. Material selection should be made by those having expertise in the
plastics field after careful consideration of the design and performance required of the part,
environment to which it will be exposed, fabrication processes to be used, and inherent properties of
the material other than those covered by this classification.

1. Scope D 618 Practice for Conditioning Plastics and Electrical

1.1 This classification system covers thermoplastic polyure- _ Insulating Materials for Testirfg . .
thane materials suitable for injection molding, extrusion, com- D 638 Test Method for Tensile Properties of Plastics
pression molding, melt processing, or other applicable meth- D 648 Test Method for Deflection Temperature of Plastics
ods. Recycled thermoplastic polyurethanes meeting the Under Flexural Loadl

classification requirements may be used interchangeably with D 696 Test Method for Coefficient of Linear Thermal Ex-
virgin resin. pansion of Plastiés

1.2 The properties included in this classification system are D 790 Test Methods for Flexural Properties of Unreinforced
those required to identify the compositions covered. There may ~and Reinforced Plastics and Electrical Insulating Materi-

be other requirements necessary to identify particular charac- als’ - ) ) .
teristics important to specialized applications, which may be D 792 Test Method for Specific Gravity (Relative Density)

designated by using the suffixes as given in Section 5. and Density of Plastics by Displacement
1.3 The values stated in SI units are to be regarded as the D 883 Terminology Relating to Plastits _
standard. D 1600 Terminology for Abbreviated Terms Relating to

1.4 This standard does not purport to address all of the Plastics , o _ ,
safety concerns, if any, associated with its use. It is the D 1897 Practice for Injection Molding Test Specimens of
responsibility of the user of this standard to establish appro- _ Thermoplastic Molding and Extrusion Materils
priate safety and health practices and determine the applica- D 2240 Test Method for Rubber Property—Durometer

bility of regulatory limitations prior to use. Hardnes$ . , _ .
D 3892 Practice for Packaging/Packing of Plastics

Note 1—There are no ISO standards covering the primary subject [ 4000 Classification System for Specifying Plastic Mate-
matter of this ASTM classification. rials®
2. Referenced Documents D 5033 Guide for the Development of Standards Relating to
21 ASTM Standards: the Proper Use of Recycled Plasfics

D 256 Test Methods for Impact Resistance of Plastics and Eégtefﬁﬁgcégg;;;ggcg'\%‘tgwg nécl'#il(g:;ttsiélrr:sTest Data to
Electrical Insulating Materiafs P

D 412 Test Methods for Rubber Properties in Ten3ion 3. Terminology

3.1 Definitions—For definitions of technical terms pertain-
! This classification system is under the jurisdiction of ASTM Committee D—20Ing to pIaStICS used in thl,s classification, see TermmOIOQIeS
on Plastics and is the direct responsibility of Subcommittee D20.15 on ThermoD 883 and D 1600 and Guide D 5033.

plastic Materials.
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