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Standard Test Method for

Determination of Ethanol and Methanol Content in Fuels
Containing Greater than 20 % Ethanol by Gas
Chromatography1

This standard is issued under the fixed designation D5501; the number immediately following the designation indicates the year of

original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A

superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

ε
1 NOTE—Footnote 5 was updated editorially in December 2024.

1. Scope

1.1 This test method covers the determination of the ethanol

content of hydrocarbon blends containing greater than 20 %

ethanol. This method is applicable to denatured fuel ethanol,

ethanol fuel blends, and mid-level ethanol blends.

1.1.1 Ethanol is determined from 20 % by mass to 100 % by

mass and methanol is determined from 0.01 % by mass to

0.6 % by mass. Equations used to convert these individual

alcohols from percent by mass to percent by volume are

provided.

NOTE 1—Fuels containing less than 20 % ethanol may be quantified
using Test Method D5599, and less than 12 % ethanol may be quantified
using Test Method D4815.

1.2 This test method does not purport to identify all indi-

vidual components common to ethanol production or those

components that make up the denaturant or hydrocarbon

constituent of the fuel.

1.3 Water cannot be determined by this test method and

shall be measured by a procedure such as Test Method D7923,

E203, or E1064 and the result used to correct the concentra-

tions determined by this method.

1.4 This test method is inappropriate for impurities that boil

at temperatures higher than 225 °C or for impurities that cause

poor or no response in a flame ionization detector, such as

water.

1.5 The values stated in SI units are to be regarded as the

standard. The values given in parentheses are provided for

information purposes only.

1.6 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

1.7 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D1298 Test Method for Density, Relative Density, or API

Gravity of Crude Petroleum and Liquid Petroleum Prod-

ucts by Hydrometer Method

D1364 Test Method for Water in Volatile Solvents (Karl

Fischer Reagent Titration Method)

D4052 Test Method for Density, Relative Density, and API

Gravity of Liquids by Digital Density Meter

D4057 Practice for Manual Sampling of Petroleum and

Petroleum Products

D4175 Terminology Relating to Petroleum Products, Liquid

Fuels, and Lubricants

D4307 Practice for Preparation of Liquid Blends for Use as

Analytical Standards

D4626 Practice for Calculation of Gas Chromatographic

Response Factors

D4806 Specification for Denatured Fuel Ethanol for Blend-

ing with Gasolines for Use as Automotive Spark-Ignition

Engine Fuel

D4815 Test Method for Determination of MTBE, ETBE,

TAME, DIPE, tertiary-Amyl Alcohol and C1 to C4 Alco-

hols in Gasoline by Gas Chromatography

D5599 Test Method for Determination of Oxygenates in

Gasoline by Gas Chromatography and Oxygen Selective

Flame Ionization Detection
1 This test method is under the jurisdiction of ASTM Committee D02 on

Petroleum Products, Liquid Fuels, and Lubricants and is the direct responsibility of

Subcommittee D02.04.0L on Hydrocarbon Analysis.
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