NOTICE: This standard has either been superseded and replaced by a new version or withdrawn.
Contact ASTM International (www.astm.org) for the latest information

[‘IM/) Designation: D 5575 — 99

ull

INTERNATIONAL

Standard Specification for
Copolymers of Vinylidene Fluoride (VDF) with Other
Fluorinated Monomers

This standard is issued under the fixed designation D 5575; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope * 1.6 The values stated in Sl units are to be regarded as

1.1 This specification covers both developing property desstanqlard and the practices of IEEE/ASTM SI-10 incorporate_d
ignations and specifications for thermoplastic compositiond€rein, except where common usage or test method specify
consisting of vinylidene fluoride (VDF) polymers modified €Ommon units acceptable within IEEE/ASTM SI-10. .
with other fluoromonomers and property-enhancing additives. 1-7 The property tests are intended to provide information
The other fluoromonomers include one or more of the follow-for specifications of modified VDF-copolymer compositions. It
ing: hexafluoropropylene (HFP), tetrafluoroethylene (TFE)/S not the purpose of this specification to provide engineering
and chlorotrifluoroethylene (CTFE). The additives are thosélata for design purposes.
that improve its flame resistance, processing, or physical Nore 1—Although the values listed in Table 1, Table 2, Table 3, Table
properties. However, these additives are not normally considk, Table 5 are necessary to include the range of properties available in
ered to be reinforcing. This specification covers thermoplastiexisting materials, they should not be interpreted as implying that every
compositions supplied in pellet or powder forms. poss?ble combination of th(_a propert_ies exists or can be obtained. It is

1.2 A designation or specification applies only to the virgin polss_'b'ehf_or ahuser Orhde_s'gﬂer_' “S'”g_leab'es 1-5, 1o call OI‘“ pmpegy
pc_)lymers prepared from vinylic_jene fluoride (>50 weight %) Lzﬁ]téogjrr'gstttghf; gg;/.swa y impossible to occur in a copolymer made
with one or more of the following comonomers: hexafluoro-  nore 2—Many of these polymers exhibit polymorphisiihe type and
propylene, tetrafluoroethylene, and chlorotrifluoroethyleneextent of crystalline structure can vary with the thermomechanical history
These polymers may contain additives to enhance certaiof the sample. Specimens prepared by different techniques could have
properties. properties that may vary.

1.3 This system constitutes a line callout as a means of 1.8 Test methods used in this specification may involve the
designating and specifying properties of VDF-based copolyincidental production of hazardous materials. Modified VDF
mers. At least four of the designated properties are used tgolymer fluoroplastics melt between 90 and 182°C (194 and
define a polymer’s specification. Specification criteria from359°F) and are thermally stable up to about 350°C (662°F), or
international documents can be used if their criteria matcisomewhat higher, depending on the composition.
designation properties currently used by this specification.
This specification is not intended for the selection of materials.

1.4 The manufacturer of the virgin resin shall establish th
designation of a resin based on the property value criteria in 1.9 This standard does not purport to address all of the
this specification. safety concerns, if any, associated with its use. It is the

1.5 The minimum specification properties are established byesponsibility of the user of this standard to establish appro-
this specification. Additional specification properties, based oriate safety and health practices and determine the applica-

the designation properties cited, can be established by the redifity of regulatory limitations prior to useSee Note 3 and
supplier and customer. Section 10 for specific hazards statements.

Note 3—Warning: Evolution of corrosive, colorless, and toxic hydro-
en fluoride can occur under certain conditions.

Note 4—Most of the technical content of this specification is included
as part of ISO 12086/1, 2. These standards have been approved for
gublication and are in the final editing process. Many designations from
the ISO standards will be similar to those from this ASTM specification.

1 This specification is under the jurisdiction of ASTM Committee D-20 on
Plastics and is the direct responsibility of Subcommittee D20.15 on Thermoplasti

Materials.
Current edition approved March 10, 1999. Published June 1999. Originally,
published as D 5575-94. Last previous edition D 5575-94. 2. Referenced Documents

This new standard is needed to cover commercial products outside the scope of 2 1 ASTM Standards:
Specification D 3222.
2 Fluoropolymer property specification data from international standards can
include properties intentionally excluded from this specification (for example,
composition). The only property criteria from other documents that can be used are *Lovinger, A. J., “Poly(vinylidene fluoride),"Developments in Crystalline
those having similar properties allowed under the designation system. Polymers Mol 1, Chapter 5, D.C. Bassett, Ed., Applied Science, London, 1982.

*A Summary of Changes section appears at the end of this standard.
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