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INTRODUCTION

These test methods have been prepared to cover methods of axial load testing of piles in permafrost.
The provisions permit the introduction of more detailed requirements and procedures when required
to satisfy the objectives of the test program. The procedures herein produce a relationship between
applied load and pile settlement for conditions of ground temperature at the time of test. The results
may be interpreted to establish long-term load capacity of piles in permafrost.

1. Scope

1.1 The test methods described in this standard measure the
axial deflection of a vertical or inclined deep foundation when
loaded in static axial compression. These methods apply to all
deep foundations, referred to herein as piles, that function in a
manner similar to driven piles or cast-in-place piles, regardless
of their method of installation, and may be used for testing
single piles or pile groups. The test results may not represent
the long-term performance of a deep foundation.

1.2 This standard provides minimum requirements for test-
ing deep foundations under static axial compressive load.
Plans, specifications, and/or provisions prepared by a qualified
engineer may provide additional requirements and procedures
as needed to satisfy the objectives of a particular test program.
The engineer in responsible charge of the foundation design,
referred to herein as the Engineer, shall approve any
deviations, deletions, or additions to the requirements of this
standard.

1.3 This standard allows the following test procedures:

Procedure A Quick Test 8.1.2
Procedure B Maintained Test

(Optional)
8.1.3

Procedure C Loading in Excess of
Maintained Test
(Optional)

8.1.4

Procedure D Constant Time Interval
Test (Optional)

8.1.5

Procedure E Constant Rate of
Penetration Test
(Optional)

8.1.6

Procedure F Constant Movement
Increment Test
(Optional)

8.1.7

Procedure G Cyclic Loading Test
(Optional)

8.1.8

1.4 Apparatus and procedures herein designated “optional”
may produce different test results and may be used only when
approved by the Engineer. The word “shall” indicates a
mandatory provision, and the word “should” indicates a
recommended or advisory provision. Imperative sentences
indicate mandatory provisions.

1.5 A qualified geotechnical engineer should interpret the
test results obtained from the procedures of this standard so as
to predict the actual performance and adequacy of piles used in
the constructed foundation. See Appendix X1 for comments
regarding some of the factors influencing the interpretation of
test results.

1.6 A qualified engineer shall design and approve all load-
ing apparatus, loaded members, support frames, and test
procedures. The text of this standard references notes and

1 This test method is under the jurisdiction of ASTM Committee D18 on Soil and
Rock and is the direct responsibility of Subcommittee D18.19 on Frozen Soils and
Rock.
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